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2. THE CONTRACTOR SHALL CALL UNDERGROUND SERVICE ALERT (811) TWO DAYS PRIOR TO ANY _— /""\4\ FRWER
EXCAVATION. W
3' A SRADING A ACCC R ARA AT - A 2 =) A S
—PUBHE—WORKS—BEPARTMENT— X / o \
4. HOURS OF OPERATION ARE 7:00AM TO 5:00PM — MONDAY THROUGH FRIDAY, FOR ALL PARK l-_ SN
CONSTRUCTION. SR "
5. PUBLIC WORKS ENCROACHMENT PERMIT SHALL BE REQUIRED FOR ANY IMPROVEMENT WORK IN THE NN ]
PUBLIC RIGHT—OF—WAY. N ,
6. REPAIR OR REPLACE ALL DAMAGED OR ALTERED PUBLIC IMPROVEMENTS AS REQUIRED BY THE CITY'S S| 5 g/ LE/ 2 FROJECT
REPRESENTATIVE IN THE FIELD. o Y ¢ ,&/ wf—{*\ L OCATION
7. ALL SURVEY MONUMENTS SHALL BE PROTECTED AND PERPETUATED IN PLACE. ANY DISTURBED OR 0 | | A B
COVERED MONUMENTS SHALL BE RESET BY A QUALIFIED REGISTERED CIVIL ENGINEER OR A LICENSED [T W \! <
SURVEYOR AT THE DIRECTION OF THE CITY'S REPRESENTATIVE. [ g < 8 8§
8. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATION OF ALL UTILTIES OR / . / NN \\
STRUCTURE ABOVE OR BELOW GROUND, SHOWN OR NOT SHOWN ON THESE PLANS. THE CONTRACTOR L] | N \m
WILL BE HELD RESPONSIBLE FOR ALL DAMAGE TO ANY UTILITIES OR STRUCTURES CAUSED BY HIS / / ’THM ’ NS
WORK. - £00 ’

CITY PARK RN & VAN

BASKETBALL/VOLLEYBALL COURT e AN
GENERAL NOTES ADDITION L

930 E. 6TH ST

1. ALL PARK AREAS ARE TO BE MAINTAINED BY THE CONTRACTOR/BEVELORER- FOR A MINIMUM OF 120
DAYS. CONTRACTOR SHALL REQUEST A WALK—THROUGH EVERY 30 DAYS BY THE CITY PARKS CORONA, CA 92879
DEPARTMENT. A MINIMUM OF FOUR (4) WALK—THROUGHS SHALL BE COMPLETED AT 30 DAY INTERVALS

PRIOR TO CITY ACCEPTANCE. QUARRY ST
ALL AREAS MUST BE CONTINUALLY MAINTAINED IN A HEALTHY, WEED FREE, AND VIGOROUS CONDITION.

ALL HYDROSEED MUST BE 100% GERMINATED AND FILLED IN PRIOR TO ACCEPTANCE. SATISFACTORY 3
HYDROSEED GERMINATION AND ESTABLISHMENT SHALL BE DETERMINED BY THE CITY. o
ALL PLANT REPLACEMENT SHALL BE ESTABLISHED A MINIMUM OF 60 DAYS PRIOR TO PROJECT 5
ACCEPTANCE.

A PUNCH LIST WILL BE DEVELOPED BY THE CITY DURING EACH 30 DAY WALK—-THROUGH TO NOTE
DEFICIENCIES. EACH PUNCHLIST SHALL BE COMPLETED IN ITS ENTIRETY PRIOR TO SUBSEQUENT

WALK—THROUGHS. FAILURE TO COMPLETE PUNCHLIST ITEMS WITHIN THE 30 DAY PERIOD WILL
CORRESPONDINGLY EXTEND MAINTENANCE PERIOD. A R

CIP #71610217
MAY 2016
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MAINTENANCE NOTES

THE DEVELOPER/CONTRACTOR SHALL CONTACT THE DEPARTMENT OF WATER AND POWER'S INSPECTOR AT
LEAST 48 HOURS IN ADVANCE TO INSPECT THE FOLLOWING:

CITY OF CORONA
DEPARTMENT OF WATER AND POWER

PRE JOB CONFERENCE WITH CITY APPROVED PLANS AT THE WORKSITE.
COMPLETION OF ROUGH GRADE AND IDENTIFICATION OF ALL PROPERTY LINES.
LAYOUT OF HARDSCAPE FORMS PRIOR TO POUR.

IRRIGATION INSTALLATION AT THE FOLLOWING POINTS:
A—METER-AND—GCONTROLLERPEDESTAL-LOCATION-

B. TRENCHING (TO CHECK MAINLINE AND LATERAL LINE DEPTH)

Rl A

bmla KEY MAP

SIGNATURE

LANDSCAPE 10/31/17

C. SLEEVE LOCATIONS
B MAINLINENSTALLATION—WITH—PRESSURE—FESTAT—+56—PSHFOR—4—HOURS 755 PUBLIC SAFETY WAY 103U
G. CONTROL VALVE INSTALLATION CORONA, CA 92880 RRETITESTURE G
H. HEAD AND SWING JOINT INSTALLATION (951) 736-2369 310 NORTH JOY STREET | CORONA, CA 92879 Sheet Index
. HEAD COVERAGE
5. ROCK REMOVAL AND FINISHED GRADE PREPARATION. T: 951.737.1124 | F: 951.737.655] c < b Kerl Sheet Sheet Title
8. WEED ABATEMENT.
9. PLANT LAYOUT. 1 TITLE SHEET
10—ACCERTANGE —OF —PLANT—QUALITY—AND—QUANTITY--ATDELIVERY-SHE-
11. PLANT INSTALLATION, CLIENT LANDSCAPE AHCHITECT 2 GENERAL NOTES
12. 30, 60, 90 DAY PLANT MAINTENANCE REVIEW.
13. FINAL INSPECTION
14. ADDITIONAL INSPECTIONS WILL BE REQUIRED TO COMLY WITH VARIOUS DEVELOPMENT PERMIT REQUIRED 3 HARDSCAPE DETAILS
BY THE CITY OF CORONA. THE CONTRACTOR SHALL CONTACT THE APPROPRIATE CITY AGENCY.
_SEWER, UTILITIES, WALLS, BUILDING, ELECTRICAL — BUILDING AND SAFETY 4 HARDSCAPE DETAILS
—EROSION CONTROL, STREET IMPROVEMENTS, SITE DRAINAGE — PUBLIC WORKS HOLD HAHMLESS & INDEMN|F|CATION CLAUSE DIG ALE RT
—RECYCLED WATER INSPECTION — CORONA WATER & POWER DEPARTMENT Contractor agrees that he shall assume sole respons;ibility for job site conditions during the course o PICNIC SHELTER DETAILS
of construction of this project, including safety of all persons and property; that this requirement
shall apply continuously ponjd not be limgited toynormol working hours, oE\d hold the city and the Dl AL TOLL FHEE 6 |RR|GAT|ON DETA"_S
landscape architect harmless from any and all liability real or alleged, in connection with the
performance of work on this project, excepting for liability arising from the sole negligence of the 811 7 IRRIGATION DETAILS
owner, city or landscape architect.
AT LEAST TWO DAYS 8 DEMOLITION PLAN
BEFORE YOQU DIG
FIELD INSPECTION REQUIREMENTS D [SRADTES PLAN
AREA LIGHTS PICINC TABLES BENCHES BBQ'S PARKING SPACES UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA 10 HARDSCAPE PLAN
1. 2 SETS OF PHOTO MYLAR AND 1 SET OF "AS—BUILTS” WITH VALVE SQUARE FOOTAGE. 9 3 0 0 11 IRRIGATION PLAN
2. 11X17 LAMINATED CONTROLLER CHARTS (2 SETS) 12 PLANTING PLAN
5 {2} SEFS—CALSENSE—REMOTE—CONTROL—UNITS—MOBEL—4RRE—FRAN- SP?‘TgﬁTFS'ELD TOTFLOOJTSA%EARE TRASH F%%’Sﬂ’?fs S Qm‘;*;”zg O'-%IGE TOTAL TOTAL REMOTE | TOTAL BACKFLOW |  TOTAL QUICK TOTAL WATER METERS & E01 SINGLE LINE DIAGRAM, LIGHTING FIXTURE
6. 6 SETS OF ALL KEYS CONTROLLERS/ | CONTROL VALVES | PREVENTERS COUPLERS ELECTRICAL POINTS OF SCHEDULE. NOTES AND SYMBOLS
7. 1YEAR WRITTEN IRRIGATION GUARANTEE — INCLUDE COMPANY NAME, 5 ) ] 0 STATIONS CONNECTION ,
CONTACT PERSON, 1 EXISTING 1 EXISTING RECLAIMED
TELEPHONE NUMBER AND 1 EXISTING/ 48 4 RECLAIMED/ 1 NEW 1 METER/ 1 NEW POTABLE EO2 ELECTRICAL DETAILS
BUSINESS ADDRESS SOTABLE METER
' T e D EO3 DEMOLITION SITE ELECTRICAL PLAN
9. TOTAL PLANTING SQUARE FOOTAGE FOR EACH IRRIGATION VALVE ON "AS BUILT” TITLE SHEET
10. DIGITIZED DFX FILE FOR ENTIRE PROJECT, INCLUDING "AS BUILTS” ON CD ROM. ‘
11, EQUIPMENT CATALOGS WITH EQUIPMENT INSTALLED HIGHLIGHTED TOTAL TURF TOTAL TOTAL TOTAL TOTALWORKSTE | TREE GOUNT EO04 SITE ELECTRICAL PLAN
A EQUIPMENTMANTTACTORER R A YO TALEATION AN SQUARE FOOTAGE | GROUNDCOVER & HARDSCAPE ROCKSCAPE SQUARE FOOTAGE TOTAL
SHRUB SQUARE | SQUARE FOOTAGE | SQUARE FOOTAGE | AND ACREAGE EQ05 SITE PHOTOMETRIC PLAN
FOOTAGE
14. PROJECT INVENTORY ON CITY PROVIDED FORM
15. PHOTO DOCUMENTATION OF PROJECT INSTALLATION 25,500 1,830 16,175 0 43505 1 EQ6 VOLLEYBALL COURT ELECTRICAL PLAN

SHEET INDEX

TURNOVER ITEMS
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_ IRRIGATION conrueny
IRRIGATION IRRIGATION (contnuen)

19, ALL MAINLINE AND LATERAL PIPE IS TO BE TRENCHED AND BURIED, PER CITY STANDARD PLAN 801,
10. CONTROLLER PEDESTALS AND BACKFLOWS SHALL BE LOCATED BY PARKS AND COMMUNITY AND , , ; ,
1 ALL PARK IRRIGATION IS TO HAVE SEPARATE AND INDEPENDENT POINTS OF CONNECTION SERVICES DEPARTMENT INSPECTOR. THE CONTROLLER PEDESTAL SHALL BE INSTALLED ON A CONCRETE 20, ALL MAINLINE AND LATERAL PIPE SHALL BE NON-POTABLE PURPLE P.V.C., WHERE REQUIRED.
WATER METERS, VALVES, AUTOMATIC CONTROLLERS, CONTROLLER PEDESTALS, ELECTRIC METER AND FOUNDATION A MINIMUM OF 547 X 26" X 12/ WITH A CLASS A" FINISH. A 47PERIMETER 31 ALL MEADS SHALL BE INSTALLED AT 90 DEGREES TO THE SLOPE
LATERAL LINES. NO IRRIGATION COMPONENT {OE PRIVATE PROPER AT TOP OF FOUNDATION SHALL BE SLOPED AWAY FROM CABINET. A 3 1/2" SERVICE PAD SHALL 1. .
INES. NOIRR : ENT SHALL SERVICE PRIV R TY. BE INSTALLED WITH LIGHT BROOM FINISH IN FRONT OF THE CONTROLLER PEDESTAL. (STANDAR PLAN 803) ,
22. IRRIGATION COVERAGE SHALL BE DESIGNED FOR HEAD TO HEAD WiTH A MINIMUM OF 100% COVERAGE,
2. ALL REOCYCLEéDE\gSTER IRRIGAATSON SYSTEMS SHALL COMPLY WITH CORONA DEPARTMENT OF WATER 11, ALL VALVE BOXES SHALL BE MOUNTED ON 2" X 4" X 8" CONCRETE BLOCK/BRICK TO AVOID WITH WIND DEFLECTION TAKEN INTO ACCOUNT.
AND POWER LATIONS AND STANDARDS. SUBSID . S0IL SHALL | WITH HAND T N AL S OF VALVE BOX. ,
BOX SUBSIDENCE. SOIL SHALL BE COMPACTED W D TAMP ON AL SIDES OF VALVE BOX 23. ALL PIPE CROSSING BENCH DRAINS ON SLOPES SHALL BF SLEEVED WITH SCHEDULE 40
s 12, VALVE BOXES TO BE RECTANGULAR 12" X 18" PURPLE PLASTIC (EXCEPT RCV VALVES) WITH LOCKABLE TOP, GALVANIZED PIPE EXTENDED 1' BEYOND DRAIN ON BOTH SIDES AND THE ENDS ATTACHED
CITY STANDARD SPECIFICATIONS. BE HEAT BRANDED WITH A "V AND THE VALVE NUMBER ON THE LID WITH 2" HIGH X 1" LETTERS. , )
' 24. REMOTE GONTROL VALVES SHALL BE RAIN BIRD PESB-R SERIES OR APPROVED EQUAL INSTALLED PER
A, MYERS MEUG-461X-M100 CONTROLLER AND ELECTRIC METER CABINET. 15. ALL VALVES AND OTHER APPURTENANCES SHALL BE NO CLOSER THAN 24" APART. CITY STANDARD 808,
8. FEBCO 825 Y REDUCED PRESSURE BACKFLOW PREVENTION DEVICE WITH BALL VALVES, 14, PARKWAYS 25. ALL MAINLINE AND VALVES SHALL BE LOCATED 24" FROM ALL SIDEWALKS OR CURBS,
BRASS PRESSURE REGULATOR AND A BRASS Y-STRAINER SHALL BE .
USED FOR POTABLE WATER. UNIT SHALL BE INSTALLED IN A LOCKABLE BPDI GUARD A. PARKWAYS SHALL BE IRRIGATED USING TRIANGLLAR SPACING. 26. ALL HEADS SHALL BE SET 2" FROM ALL CURBS, SIDEWALKS, AND ANY OTHER HARDSCAPE.
SHACK EXPANDED METAL ENCLOSURE. B. HEADS SHALL BE FLAT SPRAYS OR SIDE STRIPS DEPENDING ON WIDTH OF PARKWAY. 27 USE TEFLON TAPE ON ALL THREADED FITTINGS EXGEPT ON MARLEX FITTINGS
C. RAIN BIRD PESB-R SERIES REMOTE CONTROL VALVES WITH BALL VALVE ASSEMBLY IN 1) 5 PARKWAY, OR LESS USE SIDE STRIPS ' ' ’
PURPLE JUMBO VALVE BOX WITH LOCKING LID. (SEE STANDARD PLAN 809) ‘ ” 28. ALL MAINLINE SHALL BE PRESSURE TESTED WITH THRUST BLOCKS IN PLAGE AT 150 PSI FOR A
D. SPRAY HEADS SHALL BE RAIN BIRD 1800-SAM-PRS SERIES WITH 1800 NP COVERS OR 2) 5.5 PARKWAY, OR WIDER, USE 8 FLAT, 10' LOW ANGLE OR SIDE STRIPS. MINIMUM OF FOUR HOURS IN PRESENCE OF A CITY INSPECTOR PRIOR TO BACKFILLING.
APPROVED EQUAL PER DETAIL. B 3) PARKWAY TURF HEADS SHALL BE RAINBIRD 1806-SAM-PRS WITH 1800 NP COVERS 20. 2 EXTRA WIRES SHALL BE RUN FROM THE CONTROLLER TO THE FURTHEST VALVE IN EACH
E. ROTARY HEADS SHALL BE APPROVED STANDARD MODEL WITH PURPLE COVERS. OR APPROVED EQUAL. DIRECTION FROM CONTROLLER. EXTRA WIRES SHALL BE A DIFFERENT COLOR FROM COMMON
AND PILOT WIRES. SPARE WIRES SHALL BE A DIFFERENT COLOR FROM ALL OTHER COLORS SPECIFIED.
F. ALL HEADS SHALL HAVE ANTI DRAIN VALVES. . -
4} PARKWAY GROUND COVER HEADS SHALL BE RAINBIRD 1812-5AM-PRS WITH 30. CONTRACTOR IS TO SUBMIT MYLAR "AS BUILT" PLANS ALONG WITH AUTOCAD DXF FILE ON CD-ROM
4 ALL CONTROLLER CABINETS SHALL BE MYERS MEUG.48IX.M100. OR APPROVED EQUAL 1800 NP COVERS OR APPROVED EQUAL PAVEMENT. SERVICES DEPARTMENT LANDSCAPE CONTRACT INSPECTION OFFICE PRIOR TO ACCEPTANCE.
AL TROLLE : YERS MEUG-451X-M100, : , _ o N , ’
INSTALLED PER CITY STANDARD SPECIFICATION 803, 1 OF 4. §) ALL PARKWAY GROUND COVER SHALL BE APPROVED BY THE PARKS
' ' ggg gggygﬁgﬂg‘; fﬁ?}%ﬁ%ﬁ?@mmi (NO GROUND ' 31 CONTRACTOR IS TO SUBMIT (2), AS-BUILT, 11" X 14" COLOR CODED LAMINATED CONTROLLER
5. THE BASE OF THE PEDESTAL SHALL BE WATERPROOFED USING 100% CLEAR SILICONE RUBBER, ‘ CHARTS TO THE PARKS AND COMMUNITY SERVICES DEPARTMENT.
1" WIDE AND INSTALLED AT 45 DEGREES ON ALL SIDES BUT FRONT. 15, NO EXCESS WATER SHALL BE ALLOWED QN STREET OR SIDEWALK.
6. CONTROLLERS SHALL BE CALSENSE ET 2000€-LR-RRE SERIES, MOUNTED INSIDE THE REQUIRED 16. ALL SYSTEMS SHALL BE DESIGNED TO CONSERVE WATER AND AVOID RUN-OFF. 3. gg;;,ﬁﬂs ggz&gg %";’EA;*‘;@?;EK*’LOW DEVICE CERTIFICATION TO PARKS AND
PEDESTAL AND WIRED TO A CALSENSE TP-1 TRANSIENT PROTECTION BOARD MOUNTED BELOW ) - ' '
, - 17, ALL WIRE SPLICES SHALL BE SPEARS DRI SPLICE DS-100, OR APPROVED EQUAL WITH 2 FT. EXPANSION , -
g};EL Acgg&%ov%sg xwac&ég%!ggs ANTENNAE MOUNTED PER STANDARD PLAN 803. VALVE WIRES SHALL LOOPS AND INSTALLED IN 10" ROUND, LOCKING BOXES (CARSON OR BETTER). BOXES SHALL BE 33. CONTRACTOR IS TO SUBMIT THE CALSENSE CERTIFICATION LETTER TO PARKS AND
: BRANDED WITH AN "E" ON THE LID WITH A 2" HIGH X 1" WIDE LETTER. COMMUNITY SERVICES DEPARTMENT PRIOR TO ACCEPTANCE.
7. ggé?gﬁggscgggéousﬂ AND IRRIGATION HARDWARE INSTALLATION SHALL CONFORM WITH CALSENSE INSTALL 3 /2" ALUMINUM DOME MARKERS ON CURE TOPS AND STAMP WITH THE 1/2” LETTER T 34, CONTRACTOR TO FURNISH A TELEPHONE LINE IN CONDUIT TO EACH CONTROLLER CABINET.
' 18. ALL IRRIGATION MAINLINE AND LATERALS SHALL BE SLEEVED WITH PVC SCHEDULE 80, 2 X , . - N
; oV , , 35 BACKFLOW PREVENTER MUST BE INSTALLED PRIOR TO INSTALLATION OF THE WATER METER.
8. INSTALL A TP 110 SURGE PROTECTOR FOR POWER SUPPLY TO CONTROLLER. THE PROPOSED LINE SIZE UNDER ALL HARDSCAPE., WHERE WIRES ARE NOT RUNNING UNDER A MAINLINE, , : - - - r
WIRES SHALL BE SLEEVED SEPARATELY IN PVC SCHEDULE 40 SLEEVE. ALL SLEEVE LOCATIONS CONTACT CORONA DEPARTMENT OF WATER AND POWER FOR WATER METER LOCATION.
9. ALL FLOW SENSOR AND MASTER VALVE WIRES SHALL BE INSTALLED IN SCH. 40 PVC AND BE SEALED WITH EXPANDABLE FOAM. ALL SLEEVE LOCATIONS SHALL BE IDENTIFIED AND 36, CONTROL WIRE COLORS FOR EACH CONTROLLER SHALL BE AS FOLLOWS:
CONDUIT. (SEE STANDARD PLAN 811) VIEWABLE WITH SHALL EXTEND 18" BEYOND HARDSCAPE A 10" ROUND LOCKING VALVE BOX CONTROLLER A, RED

AND 4* SCH. 40 PIPE. VALVE BOX LID MUST BE BRANDED WITH A 2"X1", "S", INSTALL 3 1/2"

ALUMINUM DOME MARKERS ON CURB TOP AND STAMP WITH THE 1/2* LETTER 'S'. ALL MAINUINE CONTROLLER B, BLUE

PIPE AND WIRES ARE TO BE TRENCHED AND BURIED. ggg;ggtt:g g: gw;\é
TO BE PLACED ON D, ORANGE
( ) ) TO BE PLACED ON ALL COMMON WIRES TO BE WHITE. CONNECTED TO NO MORE THAN 10 STATIONS.
ALL PARK PLANS ALL PARK PLANS
(TO BE PLACED ON ALL PARK PLANS)
APPROVEDBY: ) CITY OF CORONA APPROVED BY: " /««f”“z CITY OF CORONA APPROVED BY: — ) CITY OF CORONA
yﬁ’{"f?ﬂ:}” g;*w A M:,,/‘/ 11/23/09 /«’“’3 o &q%}s ;,'g‘ L~ #  11i23/09 /é}’fz‘,ﬂ;:f ({}jk} #,;1%“;_’,«7/ 11/23/09
CITY ENGINEER DATE , CITY ENGINEER DATE CITY ENGINEER DATE
KIF D. FIELD IRRIGATION NOTES | kP D FIELD IRRIGATION NOTES KIP D FIELD IRRIGATION NOTES
REVISION| DESCRIFTION | BY | DATE STANDARD PLAN NUMBER: 826 }wr for3 REVISION] DESCRIPTION | BY | DATE STANDARD PLAN NUMBER: 826  [sr 2 o= 3 REVISION| BESCRIPTION | 8| PATE STANDARD PLAN NUMBER: 826 }w 303

SPECIFICATIONS FOR SOIL PREPARATION

1 A COMPREHENSIVE AGRONOMIC SOIL ANALYSIS IS REQUIRED FOLLOWING ROUGH GRADING. PLANTING
THE SOIL TEST SHALL ANALYZE TEXTURE, ORGANIC MATTER, ESTIMATED NITROGEN RELEASE, |
PHOSPHORUS (P1, P2), POTASSIUM MAGNESIUM, CALCIUM, SOIL PH, CATICN EXCHANGE 1. PARKWAYS

CAPACITY, PERCENT BASE SATURATION, SOLUBLE SALTS, EXCESS LIME RATE, SODIUM,
AND BORON. A COPY OF THE AGRONOMIC SOIL. ANALYSIS SHALL BE FORWARDED TO THE

A. STREET TREES SHALL BE PLANTED IN STRICT CONFORMANCE TO CITY STANDARD PL ANT! N G ,
| , ' CONTINUED
PARKS AND COMMUNITY SERVICES DEPARTMENT. ( )

PLANS 614, 815, 616, AND 617.

B. STREET TREES SHALL BE DETERMINED AND ASSIGNED AT THE TIME OF THE DPR

2. SOIL SAMPLES SHALL BE ANALYZED BY A CERTIFIED LAB. CHECK WITH SOIL/PLANT LAB FOR WEED ABATEMENT REQUIREMENT REVIEW BY THE PARKS AND COMMUNITY SERVICES DEPARTMENT. f H. TREES MUST BE SPACED SO THEY WILL NOT OVERLAP AT MATURITY.
TESTS FOR TURF, AND CERTIFICATIONS. ' " a C. ALL STREET TREES SHALL HAVE A MINIMUM OF 1* TRUNK CALIPER, 4' ABOVE THE |
s ALL PARK PLANTING AREAS THAT ARE RELATIVELY FLAT 1. WEED ABATEMENT TO BE COMPLETED AFTER INSTALLATION OF COMPLETE IRRIGATION SYSTEM AND SOIL GROUND, AND SHALL BE 24" BOX MINIMUM. { [, ALL SOIL NEXT TO CURBS AND SIDEWALKS SHALL BE GRADED AT 1" BELOW THE
: ‘ RELATI _ | PREPARATION BUT PRIOR TO ANY PLANTING. | ) - o FINISHED SURFACE.
OR LESS THAN A 3:1 SLOPE SHALL RECEIVE THE FOLLOWING MINIMUM PREPARATION (THIS D. PARKWAYS SHALL BE GRADED 1/2" BELOW CONCRETE AT SIDEWALK AND SLOPE
SPECIFICATION MAY BE MODIFIED BASED ON RESULTS OF THE SOIL ANALYSIS LAB REPORT) | A FERTILIZE WITH 1 LB, ACTUAL NITRATE NITROGEN PER 1,000 SQUARE FEET AND WATER 2% TOWARD CURB. I J ALL SLOPE SHRUB AND TREE PLANTING LOCATIONS SHALL BE APPROVED BY THE PARKS
APPLY 200 1.BS OF GRO-POWER PLUS WITH 4% SULFUR (OR APPROVED EQUIVALENT) FOR 14 DAYS. E ‘ AND COMMUNITY SERVICES DEPARTMENT PRIOR TO INSTALLATION. -
AND 3 CUBIC YARDS OF NITROLIZED SHAVINGS, OR EQUAL, PER 1,000 S8Q. FT. ROTOTIL ‘ 2. SLOPES & PLANTERS E ‘ ' ' ' ‘ .
TWIGE IN PERPENDICULAR DIRECTIONS, TO A DEPTH OF 8 INCHES. THE TOP 8" OF ALL B. SPRAY NON-SELECTIVE SYSTEMIC HERBICIDE ON ALL EMERGED WEEDS PER LICENSED | LYDROSEED SEED MIX SHALL BE APPROVED BY THE PARKS
TURF AREAS SHALL CONFORM TO SECTION 212-1.1.2 FOR CLASS 'A' TOPSOQIL PER THE PEST CONTROL ADVISOR RECOMMENDATION. A. ALL PARKS SHALL CONTAIN PLANTINGS OF TREES, SHRUBS, SUBSHRUBS, AND | AND COMMUNITY SERVICES DEPARTMENT PRIOR TO APPLICATION
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION. ALL SOIL SHALL BE FREE || n AND GROUND COVERS. | IO,
FROM ROCKS OVER 1/2" IN DIAMETER. C. WAIT SBEVEN DAYS.
| B. TRE LL BE PLANTED AT A RATE OF 2 - 24" BOX AND 1 - 15 GAL SIZE PER | | |
i D. REMOVE ALL WEEDS, f}ﬁ?iﬁgﬁ;@ ?:%E? ?Z;‘?Qfgii, Rgmesgwmﬂve?& THE HELS Miy Rggug'ﬁ | L. PLANT MATERIAL SHALL BE DISEASE FREE, ACTIVELY GROWING, AND IN A HORTICULTURALLY
4. ALL TREES (INCLUDING PARKWAY STREET TREES) SHALL BE PLANTED WITH THE FOLLOWING - | ', THIS NUMBER BASED ON ACTUAL CONDITIONS. ACCEPTABLE CONDITION AS DETERMINED BY THE DIRECTOR OF PARKS AND COMMUNITY
MINIMUM BACKFILL WHEN DIRECTED BY INSPECTOR. TO OBTAIN 1 CUBIC YARD OF E. FERTILIZE WITH 1 LB. ACTUAL NITRATE NITROGEN PER 1,000 SQUARE FEET AND WATER SERVICES PRIOR TO ACCEPTANCE BY THE CITY. ALL PLANTS SHALL BE ESTABLISHED A
} OF BACKFILL MIX USE THE FOLLOWING RATIO: FOR 14 DAYS. | C. 5GALLON SHRUBS SHALL BE IN LARGE SWEEPING MASS PLANTINGS. THEY ARE TO BE MINIMUM OF 60 DAYS.
: 1/2 CUBIC YARD SCREENED TOP SOIL. | F. SPRAY NON-SELECTIVE SYSTEMIC HERBICIDE. INSTALLED IN TRIANGULAR PATTERN AT THE RALILIS OF SHRUB WIDTH. |
j 1/2 CUBIC YARD NITROLIZED SHAVINGS. 5. WAIT SEVEN DAYS D. A3"LAYER OF MEDIUM GRIND MULCH IS TO BE APPLIED THROUGHOUT ALL PARK | M. SOIL AMENDMENTS SHALL BE ADDED TO ALL PLANTING AREAS WITH GRADIENTS 2:1
|' C | ' ;%N;?gu%%%% ?gggg ;&éﬁ %ﬁgjﬁ:ﬁgg@gﬁ*{g%;ﬁgﬁgggiih Hggﬁgséﬁﬂ AND LESS STEEP. (AGRONOMIC SOIL TEST SHALL RECOMMEND SPECIFIC AMOUNTS, SEE
10 LBS. GYPSUM. H. GRUB WEEDS AND PERFORM PLANTING WITHIN 14 DAYS. | SERVIGES DIRECTOR ' APPR UNITY CITY STANDARD PLAN 827 "SOIL PREPARATION NOTES")
| 2 LBS. FERROUS SULFATE ** " | |
| i N } | TOTAL WEED ABATEMENT PROGRAM BETWEEN 42 AND 56 DAYS. . E. ALL TREES SHALL BE PLANTED IN ACCORDANCE WITH CITY STANDARD PLAN 818, | N, MULCH SAMPLES MUST BE APPROVED BY THE PARKS & COMMUNITY SERVICES
| 180Z MYCORTREE ROQTSAVER. ROOT PANELS SHALL BE REQUIRED FOR ALL TREES CLOSER THAN 6 (SIX) FEET TO DEPARTMENT PRIOR TO APPLICATION
| * BE SURE ALL FERROUS SULFATE IS REMOVED IMMEDIATELY FROM ALL HARDSCAPE. |
HARDSCAPE SURFACES. TO BE PLACED ON | F. NO SHRUBS OR TREES SHALL BE PLANTED CLOSER THAN DIAMETER OF PLANT WIDTH TO
| ( ALL PARK PLANS ANY WALKWAYS, DITCHES, WALLS OR PEDESTALS UNLESS OTHERWISE DICTATED BY FIELD
| 5 FORALL2:1-3:1 NON-AMENDED SLOPE AREAS TO RECEIVE PLANTING, THE FOLLOWING ~ CONDITIONS AND APPROVED BY PARKS AND COMMUNITY SERVICES DIRECTOR. |
| MINIMUM AMENDMENT IS REQUIRED TO BE PLACED IN THE HYDROSEED SLURRY (THIS MAY | | TO BE PLACED ON
G.  NO SHRUBS OR TREES SHALL BE PLANTED CLOSER THAN ITS DIAMETER AT MATURITY TO |

BE MODIFIED BASED ON RESULTS FROM THE SOIL ANALYSIS). . , e e e
ANY WALLS, FENCES, WALKWAYS, PEDESTALS OR OTHER LIKE IMPROVEMENTS UNLESS | ALL PARKS PLANS

DICTATED BY FIELD CONDITIONS AND APPROVED IN WRITING BY THE DIRECTOR OF PARKS]
AND COMMUNITY SERVICES OR HIS/HER DESIGNEE. 1

APPLY 1,000 LBS. GRO-POWER PLUS (OR APPROVED EQUAL) WITH 4% SULFUR AND
300 LBS. GRO-POWER CONTROLLED RELEASE (12-8-8) (OR APPROVED EQUAL) PER

1 ACRE.
L;
| TO BE PLACED ON ) (TG BE PLACED ON
\ ALL PARK PLANS ALL PARK PLANS
APPROVED BY. . CITY OF CORONA APPROVED BY: . CITY OF CORONA APPROVED BY: . CITY OF CORONA APPROVED BY: . CITY OF CORONA
Y ;}MM//’/ 11/23/09 | //‘2»»»{ s Qmif;’?/ 11/23/09 | g D> ;ZW,M?/ 11/23/09 | | D= L AL f/ 1123708 | e
CITY ENGINEER DATE | ey i€ | ; Sl CITY ENGIN DATE . | CITY ENGINEER DATE ‘ o | 10/31/17
KIP D. FIELD SOIL PREPARATION NOTES gg«;gcég;ﬁm PATE | WEED ABATEMENT REQUIREMENT | ) i:g D?FIELQEER PLANTING NOTES | <P D, FIELD PLANTING NOTES %@T\E
: ; ’ DATE
REVISION| DESCRIPTION | BY | DATE STANDARD PLAN NUMBER: 827  fwr 1 or 1 § REVISION| DESCRIPTION | BY | DATE STANDARD PLAN NUMBER: 828 forr 1 0r 1 § , REVISION| DESCRIPTION 1 BY | DATE STANDARD PLAN NUMBER: 829 %sm Tor 2} REVISION| DESCRIPTION 1 8Y | DATE STANDARD PLAN NUMBER: 829 kw2 0r 2
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CONCRETE PAVING

(EXPANSION JOINT) ) }@ @ 2
/

{
fo -
Y

o~

4" PER PLAN

'?"".b.,

1. CONCRETE PAVING PER PLAN.
—2—STAMPFHISH:
3. POLYURETHANE CAULKING TO MATCH CONCRETE COLOR,

4. 1/2" PREMOLD FIBER EXPANSION JOINT @ +/-20' O.C., EXPANSION JOINT TO
FOLLOW GROUT LINE IN PATTERN.

5. 90% COMPACTED SUBGRADE.

2. CONCRETE PAVING PER PLAN. ,’

!

|

CONCRETE PAVING
(SCORE JOINT)

3. CONCRETE SHALL BE DEEP SCORED TO A 3 1/2" DEPTH THEN [N S 4
FINISHED WiTH A STRAIGHT EDGE TC A DERTH OF . A SN 5
2@~ /7-10"0.C. - CONTROL JOINT TO FOLLOW

GROUT LINE IN PATTERN.

4. WHERE PAVING IS BEING INSTALLED ADJACENT TO EXISTING
PAVING, 1/2" PREMOLDED EXPANSION JOINT MATERIAL.
SHALL BE PLACED BETWEEN NEW AND EXISTING PAVING
PRIOR TO POURING.

5. CONCRETE S8AW CUTTING CANNOT BE SUBSTITUTED FOR SCORE JOINTS.

APPROVEDBY: -7 CITY OF CORONA
Sy Ay A M,j/ 11723109
CITY ENGINEER DATE .
KIP D. FIELD CONCRETE PAVING
REVISION | DESCRIPTION BY | DATE STANDARD PLAN NUMBER: 822 ke 4 or 1

LEGEND:

1. BASKETBALL COURT PAVING - CONCRETE PER DETAIL C, THIS SHEET WITH 'PLEXIPAVE' ON CONCRETE SURFACE, COLOR - LIGHT GREEN, APPLY

PER MANUFACTURER'S SPECIFICATIONS.

2. BASKETBALL COURT "FIELD PAVING" - CONCRETE PER DETAIL C, THIS SHEET WITH 'PLEXIPAVE' ON CONCRETE SURFACE, COLOR - MAROON,

APPLY PER MANUFACTURERS SPECIFICATIONS.

3. BASKETBALL COURT "FIELD PAVING" - CONCRETE PER DETAIL C, THIS SHEET WITH 'PLEXIPAVE' ON CONCRETE SURFACE, COLOR - BLUE, APPLY

PER MANUFACTURERS SPECIFICATIONS.

NOTES:

1. ALL COURT LINES TO BE 2" WIDE WHITE LINES (TYP.)
2. PLEXIPAVE IS A MULTI SURFACE PROCESS - REFER TO MANUFACTURERS SPECIFICATIONS FOR INSTALLATION.

3. PLEXIPAVE SHALL BE INSTALLED BY AN AUTHORIZED PLEXIPAVE INSTALLER WITH A MINIMUM OF THREE PREVIOUS PLEXIPAVE INSTALLATIONS.
4. CONCRETE TO BE INSTALLED WITH A VAPOR BARRIER AND CURED FOR A MINIMUM OF 28 DAYS PRIOR TO INSTALLATION OF PLEXIPAVE

SURFACING SYSTEM.
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CONTRACTOR TO INSTALL
VAPOR BARRIER
UNDERNEATH BASKETBALL

BN U L V] N S— COURT.

NOTES:

4 172" OD POST, SEE PLAN
GROUT SCLIDUPTO Y
PLAYING SURFACE - SEE PLAN

CONCRETE FOOTING
COMPACTED SUB GRADE

LIGHT BROOM FINISH

LIGHT BROOM FINISH CONCRETE WALK
90% COMPACTED SUB-GRADE

#3 REBAR BOTH WAYS @ 18" O.C.

10, CLASS i AGGREGATE BASE

11, BITUMINUS EXPANSION JOINT

W eoN Do WS

APPROVEDBY. CITY OF CORONA

L o P LA 1ispe
| Y ENGINEER PATE | BASKETBALL COURT AND GOALS
REVISION| DESCRIPTION BY DATE STANDARD PLAN NUMBER: 845 %w 1 oF 4

A CONCRETE A\_IING 'JOINT DETAIL

PALM TREE RELOCATION/PLANTING SPECIFICATIONS

B | BASKET BALL COURT LAYOUT

THE FOLLOWING SPECIFICATIONS ARE 70O BE ADMERED TO ON ALL LANDSCAPING PROJECTS INVOLVED WITH
RELOCATING CITY PALM TREES.

2.
FRONDS TO REMAIN TIED UP
UNTIL DIRECTED BY CITY TO
REMOVE TIES. TIES TO BE 3
JUTE OR OTHER ORGANIC >
- TWINE.
wd 4,
¥ 10" ROUND VALVE BOX
B 5.
5 4" THREADED-CAP SECURED
| TO MALE ADAPTER,
- 4" HIGH WATER BASIN 6.
INSTALL 3" x 3 DIAMETER 12° TEMPORARILY
OF MULCH AROUND “ . -
BASE OF PALM. ™ ’
o\ "
_____ 0 = l
BACKFILL WITH - ' | 8.
WASHED PLASTER “a 4" PERFORATED PVC PIPE |
SAND. WRAPPED WITH FILTER FABRIC. [
fe / 9.
THE PLANTING PIT ' o |
‘ . : |
e P \ s * FILTER FABRIC ;i 10,
; |
THE ROOT BALL. a
12° DIA. BY 24" DEEP
. SUMP WITH 3/4°
/" CRUSHED ROCK. 12
13.
&O?E: %l ‘
1. PLANT PALM WITH THE TRUNK PLUMB. 4. QUEEN PALMS NEED STAKING.
5. SPREAD 1/2 CUP OF 10-10-10 |
2. CONTACT PARK DIVISION AT (951) 817-5728 A MINIMUM OF COMMERCIAL FERTILIZER AROUND
48 HOURS IN ADVANCE TO LOCATE THE STREET TREES. ROOT BALL SURFACE.
6. BROWN TRUNK SIZE SHALL BE FROM
3. ALL BACKFILL TO BE WATER JETTED DURING TOP OF ROOTBALL TO 1st GREEN
PLANTING FOR MAXIMUM STABILITY. .
___________________________ ‘ PETIOLE.
APPROVED BY ) CITY OF CORONA
e -
Sy Cm%fr M/ 11/23/09
| CITY ENGINEER DATE
KIP D. FIELD PALM TREE PLANTING
REVISION] DESCRIPTION | BY | DATE STANDARD PLAN NUMBER: 819 four 1 or 3

"D PALM TREE RELOCATION DETAIL

Designed by Drawn by Checked by

THE CONTRACTED TREE MOVER SHALL HAVE PROVEN EXPERIENCE IN PALM TREE RELOCATION,

PALM RELOCATION PLAN SHALL BE REVIEWED AND APPROVED BY THE PARKE AND COMMUNITY SERVICES
DEPARTMENT. THE DEPARTMENMT SHALL BE CONTACTED 48 HOURS PRIOR TO MOVING PALMS, CONTACT
THE DEPARTMENT AT {851} 817-5728.

PALBE GROWING 1N NONARRIGATED ENVIRONMENTS SHALL BE IRRIGATED PRIOR TO DIGGING. IRRIGATION
SHALL BE FAR ENQUGH IN ADVANCE OF DIGGING TO ENSURE THE PALMS ARE COMPLETELY HYDRATED.
TEMPORARY WATER WELLS MAY BE REQUIRED. CONTACT THE PARKS AND COMMUNITY SERVICES
DEPARTMENT FOR IRRIGATION REQUIREMENTS.

PALM RELOCATION SHOULD NOT BE CONDUCTED WHEN SOIL TEMPERATURES ARE BELOW 65 DEGREES.
PLANTING OF PALME DURING MARCH THROUGH SEPTEMBER 18 RECOMMENDED. AVOID PLANTING ON 100
DEGREE F. DAYS.

TREE RELOCATION PROJECTS SHALL BE ORGANIZED TO COMPLETE TREE REMOVAL AND REPLANTING IN THE
SAME 24-HOUR PERIOD. NGO PALM TREES SHALL BE "STOCKPILED" FOR ANY PERIOD OF TIME WITHOUT
APPROVAL OF THE DIRECTOR OF PARKS AND COMMUNITY SERVICES OR HIS/HER AUTHORIZED AGENT,

IF PALME ARE NOT PLANTED WITHIN THE 24-HOUR PERIOD, THE CROWNS AND ROOT BALLS SBHALL BE
PROTECTED FROM THE SUN AND REFLECTED HEAT FROM THE GROUND. THE COVERING MATERIAL SHALL BE
90 % SHADE CLOTH FOR CROWNS AND MOIST BURLAP FOR ROOT BALLS. RUBBERIZED TARPAULING OR
PLASTIC COVERS ARE NOT ACCEPTABLE . COVERED ROOT BALLS SHOULD BE WATERED LIGHTLY DURING THE
DAY PARTICULARLY DURING HOT WEATHER. PALMS SHALL NOT BE STORED MORE THAN 48 HOURS,

ALL PALMS SHALL BE MOVED USING NYLON STRAPS AND CARPET PADS TO PROTECT THE TRUNK. USE OF
CHAINS 1S UNACCEPTABLE. S8IZE OF CHANE SHALL BE ADEQUATE FOR SIZE OF THE PALM TO BE MOVED.

ALL ROOT BALLS OF PHOENIX AND SYAGRUS SHALL BE A MINIMUM OF 24" FROM THE BASE OF THE
TRUNK AND A MINIMUM OF 4’ DEEP. ANY DEVIATION IN ROOT BALL SIZE SHALL BE APPROVED BY THE
DIRECTOR PRIOR TO EXCAVATION BY THE CONTRACTOR.

DEAD FRONDS SHALL BE REMOVED AND REMAINING FRONDS TIED UP TO AVOID DAMAGE, SHOCK AND
EXCESSIVE MOISTURE LOSS. TIES TO BE JUTE OR OTHER ORGANIC TWINE.

TRUNKS SHALL BE SKINNED GIVING A CLEAN SMOOTH TRUNK APPEARANCE FROM THE BASE OF THE PALM
TO APPROXIMATELY 4’ BELOW THE LOWEST GREEN FROND OR AS DIRECTED BY CiTY REPRESENTATIVE,

ROOT BALLS SHALL BE PROTECTED FROM THE DRYING EFFECTS OF THE SUN AND WIND. PRIOR TQ
TRANSPORTING PALMS, ROOT BALLS SHALL BE WRAPPED WITH MOIST BURLAP AND CROWNS WRAPPED WITH
80 % BHADE CLOTH.

PLANTING PITS SHALL BE 2X WIDTH AND 2X DEPTH OF THE ROOT BALL.

EACH PLANTING PIT SHALL HAVE DRAINAGE INSTALLED TO DRAIN OFF EXCESS WATER, A 12" DIAMETER BY
24" LONG SUMP WITH 3/4 INCH CRUSHED ROCK PLACED AT THE BOTTOM OF THE PIT OR APPROVED
EQUAL. AN ADDITIONAL 4" PERFORATED PIPE BHALL BE INSTALLED VERTICALLY IN THE PLANTING PIT TO A
DEPTH OF THE HOLE FOR MONITORING PURPOSES. PIPE SHALL BE WRAPPED WITH A LANDSCAPE FILTER
FABRIC AND CAPPED WITH A 4" REMOVABLE CAPR IN A 10" ROUND VALVE BOX AT FINISHED GRADE.

TO BE PLACED ON
(AL& PARK PLANS

PAL

14.

15.

186.

17.

18.

19.

20
21,

22,

23,

24

APPROVED BY: -~ CITY OF CORONA
/g — b W/;;/} 11123109

e
i1 CITY ENGINEER DATE
KIPD. FIELD

REVISION | DESCRIPTION ay DATE

MP |/\ VOLLEYBALL ADDITION

BENCH MARK

b m l a JH 1B, SF BM
370 NORTH JOY STREET | CORONA, CA 92879 PLANS PREPARED UNDER SUPERVISION OF

LANDSCAPE T .
ARCHIZECTURE RS IRPYEY Ik BAXTER MILLER

PROJECT NUMBER: 08010813

M TREE RELOCATION/PLANTING SPECIFICATIONS

{CONTINUED)

ALL ROOT BALLS SHALL BE CENTERED IN PLANTING PITS.

PLANTING DEPTH SHALL BE 8LICH THAT FINAL GRADE 18 LEVEL WITH THE ORIGINAL SOIL LINE OF THE ROOT
BALL. ON SPECIES THAT PRODUCE AERIAL ROOTS, PLANTING SHALL BE NO DEEPER THAN THE ROOT
INITIATION ZONE OF THE PALM,

INSTALL WITH TRUNKS ALIGNED PLUMB. PALMS SHALL BE STRAIGHTENED FOLLOWING SETTLING.

ALL PLANTING PITS SHALL BE BACKFILLED WITH COURSE WASHED PLASTER SAND. ALL BACKFILL TO BE WATER
JETTED DURING PLANTING FOR MAXIMUM STABILITY.

TRUNK SUPPORTS MAY BE USED WHERE NECESSARY. RIGID SUPPORTS AND/CR GUYS MAY BE USED AT
THE DISCRETION OF THE DIRECTOR. ATTACH SUPPORTS WITH BANDING AND PROTECTIVE MATERIAL ASTO
NOT DAMAGE THE TRUNK. SUPPORTS SHALL BE LEFT IN PLACE FOR 8 TO 8 MONTHS OR UNTIL ROOT
SYSTEM HAS ESTABLISHED AS DETERMINED BY THE DIRECTOR.

CONSTRUCT A 4" HIGH TEMPORARY WATERING BASIN A MINIMUM OF 12° OUTSIDE THE ROOT BALL.

INBTALL A COURSE MULCH RING AROUND THE BASE OF THE PALM 3" DEEP. CARE SHOULD BE TAKEN TO
KEEP MULCH RING A MINIMUM OF 8 AWAY FROM THE BASE OF THE PALM.

AFTER PLANTING, THE ROOT BALL SHALL BE DRENCHED WITH A BROAD SPECTRUM FUNGICIDE. A FOLLOW UP
DRENCHING AFTER 6 WEEKS OF INSTALLATION WILL BE REQUIRED.

CONTRACTOR SHALL BE RESPONSIBLE FOR MONITORING AND REGULATION OF SOIL MOISTURE CONTENT AND
DRAINAGE UNTIL CITY FORMALLY ACCEPTS RESPONSIBILITY FOR THE PALMS. A GENERAL BASIC WATERING

1. EXISTING CONCRETE SLAB

2. PROPOSED CONCRETE PER HARDSCAPE PLANS

3. COMPACTED SUBGRADE PER SOILS REPORT

4. 24" STEEL DOWEL, CORE EXISTING CONCRETE AND EPOXY IN
PLACE PRIOR TO POURING OF NEW CONCRETE

5. SURFACES TO MEET FLUSH

RECOMMENDATION GUIDELINE IS AS FOLLOWS:

WARM WEATHER- FILL BABIN TWICE WEEKLY E

COOL WEATHER- FILL BASIN ONCE A WEEKLY

CONCRETE PAVING - NEW AT EXISTING DETAIL

A S0l PROBE SHOULD BE USED TO SAMPLE THE S0 WITHIN THE ROOT BALL AND SURROUNDING SOiL.
SOIL SHOULD BE MOIST THROUGHOUT THE SOIL PROFILE AT ALL TIMES. THE ROOT BALL MUST NEVER BE
ALLOWED TO SET IN STANDING WATER IN THE PLANTING PIT. ADJUSTMENTS IN WATERING SCHEDULE
SHOULD BE MADE BASED ON MONITORING RESULTS.

CONTRACTOR SHALL BE RESPONSIBLE TO UNTIE FRONDS UPON CITY'S REQUEST. TYPICALLY, STRING SHALL BE
CUT 45-80 DAYS AFTER PLANTING DURING WARM WEATHER AND 90 DAYS AFTER PLANTING DURING
WINTER MONTHS.

CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING THE TREES FOR A PERIOD OF 1 YEAR,

TO BE PLACED ON )
ALL PARK PLANS

APPROVED B‘{ ‘ ‘ C[TY QF CORONA
% =B 2 0 e

)| PO, FiELD PATE | PALM TREE RELOCATION/PLANTING

REWVIBION | DESCRIPTION BY DATE STANDARD PLAN NUMBER. 819 *ﬁﬁ P

EDGE DETAIL

MIN. 4" THICK 6X6 10/10 EW.W.F.

CONCRETE PAVING REINFORCEMENT (MIN. 2"
COVER)
%" BULLNOSE EDGE

)

a I
q AT

"""""" EXTENDED COLLARAT

1

N
=]
AT

g
1T

I

L1

T T—
ST T

! 10" 90% COMPACTED
SUBGRADE PRIOR TO POUR

SIGNATURE
10/31/17
EXP. DATE
9-22-16
DATE

F | CONCRETE PAVING EDGE DETAIL

7%4 /(/%MJ 9” “a?{“/)f

Drawing No.

Tom Koper 7 Date
District Engineer

Reference Plans

Date

for these Improvements : REVISIONS
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R2' ¢ 1
12" MIN.
" TOP OF COURT EDGE
R12 N 7' FROM CORNER
3/4" DEPTH FOR J ELEVATION VIEW PLAN VIEW OTF;)CCC)EUNBI:I-EE%?:E l,
BOUNDARY MARKER (t
0 BOUNDARY MARKER BOUNDARY MARKER ‘
G}__\ PLAY ZONE l \
4"
] —
RS ;‘(2): 17—@ 3/4" CHAMFER
] »
2 JIN INNENNNNNNEEEEENRRNNI \‘ — a (TYP. ALL EDGES)
g _EGEND: | \ / 12" WIDE VOLLEYBALL
/| \® 1. VOLLEYBALL NET LA STEELCRAFT r | B COURT EDGE - REFER
< MODEL #NBC-32 TO DETAIL THIS SHEET
N 2. ALL GAME POST AS MANUF. BY LA |
< 4 STEELCRAFT MODEL# AGP-4
1. 2500 PSI NATURAL GRAY CONCRETE 4. AT FINISHED GRADE IN TURF AREAS N o 16" | 3. NOT USED 30"
WITH SMOOTH TROWEL FINISH, | ° il | 4. 18" OF WASHED PLASTER
5. 2" ABOVE FINISHED GRADE IN GROUNDCOVER e | SAND SURFACE
2. 1/2" RADIUS ALL EDGES AREAS. =R 5. 6" LAYER OF COURSE GRAVEL, 11
3. #3 REBAR- PLACE IN BOTTOM 1/3 6. UNDISTURBED NATIVE SOIL SR | Byl MINIMUM DIAMETER & - 1-1/2° DIA Y| e 72 @\ >
. #3 REBAR- - | . . =M FETTTS SN "
OF CURB, LAP BARS 12" @ SPLICES EQ. EQ. [T 8 3 SIS CONTINUOUS SUMP ALONG LOW | 36 NINNO) 2 N -
& TIE. 7. 90% COMPACTED SUBGRADE = |1V\“ i, END OF VOLLEYBALL COURT 1 1 T e N ==
A | A | 6. CONCRETE FOOTING | 1-6 29— £l
6'-4" S T e 7. 90% COMPACTED SUB-GRADE L@ 4 ot
NOTES: TSI I 8. AGGREGATE BASE | | e e [
INSTALL SCORE JOINTS @ 10 12'-8" I I A i 9. FILTER FABRIC (MIRAFE TYPE yd /_. 3 T TR T
O.C, MAX. & AT THE BEGINNING AND LEGEND: i||,5,‘;(.|U§—{i—.\,,H ”m!l!u 140N OR EQUAL) ABOVE AND 7 ‘ mj’,;,u TN 7
ENDING OF ALL CURVES. (SEE o e BELOW 6" GRAVEL COURSE il e T -
STANDARD PLAN 822) 1. LIGHT POST MOW APRON -4 10. 12" WIDE CONCRETE COURT B O L el
2. LIGHT POST BASE (REFER TO ELECTRICAL PLANS FOR DETAIL). BORDER WITH CONTINUOUS 2" ' ' ,
3. POINT OF TANGENCY CHAMFERED EDGE / , 1
4. SCORE LINE (TYPICAL) 11 EINISH GRADE (12——== :
APPROVED BY: /,,«m CITY OF CGRONA 5. EXPANSION JOINT (SEE DETAIL XX) VOLLEYBALL NET & FOOTING 12. BOUNDARY MARKER ?\‘/'?éLEYBALL COURT LAYOUT VOLLEYBALL COURT EDGE
Sz B 2»»./// 11/23/09 NOTE: VOLLEYBALL DETAIL
i CITY ENGINEER DATE : W 4y
KIP D. FIELD MOW CURB 14" = 10
LIGHT POST MOW APRON TO BE POURED MONOLITHIC W/ ADJACENT SIDEWALK
g Rt k REVISION | DESCRIPTION 8y DATE STANDARD PLAN NUMBER: 823 FW 1 o5 4 W%
A | CONCRETE MOW CURB DETAIL B | LIGHT POST LAYOUT DETALL. = C [ VOLLEYBALL DETAIL g
LEGEND: =|u "
- L
E ol 2 o LEGEND:
1. POURED IN PLACE CONCRETE WALL W/ LIGHT SANDBLAST Sl S| 1. 1-1/2" O.D. GALV. STEEL PIPE POST
FINISH - 1"X1" CONTINUOUS 45° CHAMFERED CORNERS. 1o ADA ACCESSABLE RAMP. REFER TO PLAN L 10 - SPACED EQUALLY @ 6'-0" MAX.
2. ADJACENT CONCRETE PAVING - REFER TO 5 T 2. 1-1/2" 0.D. GALV. STEEL TOP RAIL
T T~y g DETAIL A, SHEET L-3 3 — 3. 1-1/2" O.D. GALV. STEEL BOTTOM RAIL
" s /4" TYP. 3. CONCRETE FOOTING 2500 PSI @ 28 DAYS | 4. ADJACENT CONCRETE PAVING AND POST
1-1/2 N
/ ~ - 4. COMPACTED SUBGRADE PER SOILS REPORT T - FOOTING - REFER TO
/ 5. EXPANSION JOINT - REFER TO DETAIL A, SHEET L-3 e = DETAIL F, THIS SHEET
" 6. 2" DIAMETER CORE, FILL WITH NON-SHRINK EPOXY L= 5. 90% COMPACTED SUBGRADE
% 7. HANDRAIL - REFER TO DETAIL E, THIS SHEET e L /@ << T.0C. NOTES:
e 8. CONCRETE STEPS - REFER TO DETAIL D, THIS SHEET Yy, —— E.S. A. RAILS AND POSTS - STEEL TUBING SHALL
1/4" TOOLED JOINT L 9. #4 HORIZONTAL REBAR, CONTINUOUS . _— AT CONFORM TO ASTM A500, GRADE B STANDARD.
1 \ 10. #4 VERTICAL REBAR @ 24" O.C. & - \/io«)\\\;\y}\/yW@/ FINISH TO BE HOT DIPPED GALVANIZED
/ ‘ I »@%@%ﬁgﬁ@é%ﬁ\w B. MAXIMUM LENGTH OF RAMP IS 30"-0".
@\\ ol I //—@ TR, g C. ALL WELDS TO BE GROUND SMOOTH PRIOR TO
I — GALVANIZING
O~ \ D. ALL WELDS AND FINISHING TO BE COMPLETED
@O~~~ | | PRIOR TO DELIVERY
U ~J \
P \
T WEC H | RAMP HANDRAIL DETAIL
. I REFER TO PLAN
=TT ’i’iU 1,117||;|7||m||| 0 N 5 > ~
o e /_@
ARSI TR R P N ([
AR BN o R a1 e i LEGEND: NZAN
[T R T 1. 1-1/2" 0.D. GALVANIZED STEEL RAILS NI
R ST U 2. EXPANSION JOINT, REFER TO DETAIL A, SHEET L-3 34" \
_ 3. CONCRETE CURB /CHEEK WALL - REFER TO DETAIL B, THIS SHEET 5 & —k 12" % |
LEGEND: 4. ADJACENT CONCRETE PAVING, REFER TO DETAIL A, SHEET L-3 ]
5.  90% COMPACTED SUBGRADE - S b /
1. HANDRAIL POST, REFER TO DETAIL E, THIS SHEET 6. HANDRAIL CONNECTION, REFER TO DETAIL B, THIS SHEET i r
2. EXPANSION JOINT 7. ADJACENT CONCRETE STAIRS, REFER TO DETAIL D,THIS SHEET - —— Y ——~——% (oo s /
3. CONC.FLUSH W/F.S. OF STEPS (PER PLAN) ST || et o simdends sy 12 ~c
4. 90% COMPACTED SUBGRADE NOTES: ‘11“\ } : I%-HH""'HH ‘| = *'H‘ml | : 1] J /
5.  #4 BAR, TYP. WHERE SHOWN A. RAILS AND POSTS - STEEL TUBING SHALL CONFORM TO ASTM A500, GRADE B =M | =~ == /T \le T /
6. #4BAR@ 18" OC. STANDARD. FINISH TO BE HOT DIPPED GALVANIZED e TR T N Ik I= \‘l TE -
7. REFER TO DETAIL B, THIS SHEET B. MAXIMUM LENGTH OF RAMP IS 30'-0". Al == —. LEGEND: Wt -
C. ALL WELDS TO BE GROUND SMOOTH PRIOR TO GALVANIZING —
NOTE: D. ALL WELDS AND FINISHING TO BE COMPLETED PRIOR TO DELIVERY 1. HANDRAIL. REFER TO DETAIL G, THIS SHEET
REFER TO HARDSCAPE PLAN FOR NUMBER OF STEPS b g} > NOT USED
3. HEAVY BROOM FINISH PERPENDICULAR TO DIRECTION OF TRAVEL
4. 6X6 - 10/10 EWWF REINFORCEMENT
5. 2" DIA. CORE WITH NON-SHRINK EPOXY i)t
6. FINISHED SURFACE 10/31/17
EXP. DATE
CONCRETE CURB/ Sz
DATE
D | CONCRETE STAIR DETAIL E | STAIR HANDRAIL DETAIL F CHEEK WALL DETAIL G| CONCRETE HANDICAP RAMP DETAIL ! 3
Designed by Drawn by Checked by 2.29.16] MP_|/\ VOLLEYBALL ADDITION BENCH MARK Q\/U . )/ . e Drawing No.
ineeringY Lacenl A bl — 10 Ao/ e
bmla - = - naineering Lom [ GdC CITY OF CORONA PROJECT: CITY PARK VOLLEYBALL AND 15-061
310 NORTH JOY STREET | CORONA, CA 52675 PLANS PREPARED UNDER SUPERVISION OF Tom Koper Date BASKETBALL COURT ADDITION
FERASEA Tostrsr e | Fessresst ) g o0 BAXTER MILLER Reference Pl Scale Porks District Engineer LANDSCAPE PLANS O L-4
1 PR : ans
PROJECT NUMBER: 03010913 Date for these Improvements Date REVISIONS 'd SHEET TITLE: HARDSCAPE DETAILS Sh 4 of 12
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HOLLAND MI, 49423 HOLLAND MI, 49423 HOLLAND MI, 49423 HOLLAND MI, 49423
1F;O|(-)|NF REE 1-)800-748—0985 TOLL FREE 1-800-748-0985 TOLL FREE 1-800-748-0985 TOLL FRFZE 1-)800-748—0985
HONE: (616) 748-0985 PHONE: (616) 748-0985 PHONE: (616) 748-0985 PHONE: (616) 748-0985
FAX: (616) 748-0995 FAX: (616) 748-0995 FAX: (616) 748-0995 FAX: (616) 748-0995
Shelter Systems Inc www.iconshelters.com Shelter Systems Inc www.iconshelters.com Shelter Systems Inc www.iconshelters.com Shelter Systems Inc www.iconshelters.com
LOADS TO FOUNDATION * : *PRELIMINARY: NOT FOR
(KIPS, IN-KIPS) FOUNDATION LOADS PRELIMINARY: NOT FOR FASTENERS
12 TA9 T ENER CONSTRUCTION
6~ 1 LOAD COMBINATION AXIAL(X) SHEAR(Y) | SHEAR(@Z) | MOMENT(Y) | MOMENT(Z) _ CONSTRUCTION W o
[ty 1 " —
| 1 DL 0.35 000 0.00 -0.01 0.00 = 107 15/16 - WASHER
- SL 0.97 0.00 0.00 0.00 0.00 {16 - Qg
W-UPLIFT 074 0.12 012 1275 1274 2 (INSIDE OF BUILDING) : S
_ W-FY 072 0.12 0.12 1273 1273 A -
S w W-FZ 074 012 012 12.75 1274 .
ol =2 EFY 0,00 011 011 174 1174 . o N
= B A
- % EZ 000 o o 1174 "4 3/4" PAINTED SCREW 11/4" PAINTED SCREW
<3 THESE FOUNDATION LOADS ARE FOR ESTIMATING PURPOSE ONLY. THE o 37 1/2" OVERALL _
B ACTUAL LOADS WILL BE DETERMINED IN THE FINAL ENGINEERING 0 el ™ 36" COVER WIDTH
S NOTES: = '
o e "
~TABLE SHOWS UNFACTORED SERVICE LOADS , - 12" CENTER
- A FOUNDATION DESIGN HAS NOT BEEN PERFORMED BY ICON SHELTER SYSTEMS INC. 11/4" PAINTED SCREW 3/4" PAINTED SCREW ™ TOCENTER | ’
- ALICENSED ENGINEER FAMILIAR WITH SOIL CONDITIONS AT CONSTRUCTION SITE (1) ONEACH SIDEOFRIB (1) ON EACH SIDE OF RIB U - U » U
MUST PERFORM A FOUNDATION DESIGN. ALONG THE RAFTER ALONG THE PURLIN r
- THE STRUCTURE HAS BEEN ENGINEERED AS AN OPEN STRUCTURE. - IF PURLIN IS REQD
FRONT - CONSULT ICON SHELTER SYSTEMS INC. IF THE STRUCTURE IS TO BE ENCLOSED. SEE DETAIL M-H1 S(EE DETAL VP ) MULTI RIB PANEL SECTION
FRVIN - COORDINATES ARE LOCAL TO THE COLUMN %// A L= L= -
* : DEFINITIONS: 3/4" PAINTED SCREWS
PRELIMINARY: NOT FOR DL = SERVICE LEVEL DEAD LOAD REACTION WITH THE GREATEST AXIAL LOAD PLAN (1) ON EACH SIDE OF RIB
CONSTRUCTION SL = SERVICE LEVEL SNOW LOAD REACTION WITH THE GREATEST AXIAL LOAD FLAN & (1) IN-BETWEENRIB ,/\
W-UL = SERVICE LEVEL WIND LOAD REACTION WITH THE GREATEST UPLIFT LOAD ALONG TIE BEAM
W-Y = SERVICE LEVEL WIND LOAD REACTION WITH THE GREATEST MAGNITUDE OF
SHEAR IN THE LOCAL Y DIRECTION L . SEE DETAILM-E1
W-Z = SERVICE LEVEL WIND LOAD REACTION WITH THE GREATEST SHEAR VALUE = Y
ACTING IN THE SAME DIRECTION AS THE DL SHEAR LOAD / \
E-Y = SERVICE LEVEL SEISMIC LOAD REACTION WITH THE GREATEST MAGNITUDE OF ISOMETRIC / *
SHEAR IN THE LOCAL Y DIRECTION DUME IR
E-Z = SERVICE LEVEL SEISMIC LOAD REACTION WITH THE GREATEST MAGNITUDE OF _
SHEAR IN THE LOCAL Z DIRECTION
3/4" ANCHOR \ . ALL STRUCTURAL COMPONETS WILL BE:
BOLT (4)PLCS _\ N % g/ngUTS T TUBE: ASTM A500 GRADE B
N\ . { 2 BOLTS: ASTM A325 |
A
] H _ & O L ROOF LAYOUT
& = NOTE:
o é 11 —| ANCHOR BOLT LAYOUT COLUMN SIZE: HSS5X5X0.1875
53] - A _
o A= *PRELIMINARY: NOT FOR FRONT
i SOMETRIC o e ™ CONSTRUCTION e X
NOTES: N NOTES: | NOTES: NOTES:
7. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURERS SPECIFICATIONS. 7. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURERS SPECIFICATIONS. 7. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURERS SPECIFICATIONS. 7. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURERS SPECIFICATIONS.
2. DO NOT SCALE DRAWINGS. 2. DONOT SCALE DRAWINGS. 2. DO NOT SCALE DRAWINGS. 2. DO NOT SCALE DRAWINGS.
3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.comvinfo 3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info 3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info 3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails. com/info
REFERENCE NUMBER 684-222a. REFERENCE NUMBER 684-222b. REFERENCE NUMBER 684-222c. REFERENCE NUMBER 684-222¢.
\/ ELEVATION U ANCHOR BOLT LAYOUT v FRAME U ROOF LAYOUT
684-222a 684-222b 684-222c 684-222d

www.CADdetails.com PROTECTED BY COPYRIGHT - 03/14/05 www.CADdetails.com PROTECTED BY COPYRIGHT - 03/14/05 www.CADdetails.com PROTECTED BY COPYRIGHT -03/14/05 www.CADdetails.com

PROTECTED BY COPYRIGHT - 03/14/05

EPOXY-GROUTED ANCHOR BOLTS MAY BE USED IN LIEU OF CAST-IN-PLACE ANCHOR BOLTS.
WEDGE ANCHORS ARE NOT ALLOWED.

NOTE: THIS IS A DEFERRED APPROVAL ITEM. CONTRACTOR TO SUBMIT ENGINEERED DRAWINGS FOR CITY APPROVAL
AND PERMITS PRIOR TO CONSTRUCTION. DETAILS PROVIDED ON THESE PLANS ARE FOR REFERENCE ONLY.
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EXP. DATE
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i
z 8
= U
— § z- HEAT BRAND WITH CONTROLLER AND
i diZz 488k STAT!ION NUMBER,
o w Tog =2p> . . " .
% &, SEgegfEgs < B g% 2 NOTE: EXAMPLE:
z ik W QuoeLs - 3 z is a PLACE 3/4™ CRUSHED ROCK AFTER INSTALLATION OF VALVE BOX. A12 = CONTROLLER A, VALVE 12
i T RS : pre = &
= % £ z % % g W% &3 ﬁ . D2 5 FOR CONTROLLER AND STATION - PURPLE JUMBO VALVE BOX COVER WITH 'RCV' AND
= iz OdbrZzuZa £3 CQ d NUMBER SEE PROJECT PLANS. CORRESPONDING CONTROLLER AND VALVE # HEAT
!H =l | | = E ?&3 = APPROVED POTABLE o BRANDED INTO COVER. 2" LETTER 512 REQUIRED,
P )| | s 58l ~ b o, 3 . ' o
£z i £%, 2 RAIN BIRD MODEL 44D WATER TAG APPROVED VALVE BOX 107
- 591% &4 3 S& Z POTABLE QUICK COUPLING “\ %@CKINSG CARSON OR EQEL:SL:{ AND WASHER)
= Sz 2 Xix EQx £ VALVE SHALL BE 2¢ ITH STAINLESS STEEL BOLT Al 2DF NNECTORS
@ <38 2|2 IS T BELOW VALVE BOX \ BRANDED WITH 2" HIGH x 1° WIDE "G ON LID A TERCEOCr SONNECTORS
« . O = |24 2 o= £24 2 COVER. ““\\ i
- TR IE R E C¥E - FINISHED GRADE . FINISHED SURFACE (HARD SURFACE)
\‘// M % W o R ; % z g = gﬂ@éﬁﬂ ; i=1l mj__{_:ﬁf 1 x OR FINISHED GRADE.
== =g o2z = e T : TS ' = ' ,
T = 252 @ ATET=TEE . T T
M: iSE 3 FINISH GRADE ~ ~— g | [ s e | s ;
llE o858 9 b e | s s ‘ g
= e S 34" CRUSHED o N : : A ‘
2 T % E g é 3 § 5 ROCKZ CULFT. s , > PURPLE CHRISTY'S VALVE 1D TAG :
© Z g9 2 2 xjij///x S — 7//// STAINLESS STEEL CLAMPS OR - ~ ' . o
z Hze X < o la| 528 8 LLfl =1 4 _-STEEL CLAMPS (COMMERCIAL QUALITY GALVANIZED PVG MALE ADAPTER —————] TXT PLASTIC BALL VALVE
1P T 17| ACe i COMMON BRICK —~ 7 """ OR CADMIUM PLATED) - TWC REQUIRED. PURPLE LATERAL LINE —-7 MAIN LINE
Ehn 2 : _y '
J x uiz 2 PRESSURE gﬁi’;&g&-g‘&m | _.—— PRESSURE LINE SCHEDULE 80 PVC RISER PIFE SI2E
| o o lul 0%a 2 ’ o \ P LENGTH AS REQUIRED
f " = R % g \ 314" CRUSHED ROCK THRUST BLOCK (SEE
£ = zldd|e | WgE 2 PVC SLL. . 3/4" DIA. SCHEDULE 40 GALVANIZED STEEL PIPE STAKE SUMP, MIN. 2 CUFT. [ cimv sTD. DETAIL PLAN
~ < - <¥E 22 Z|E| z82 = PVC SCHEDULE 80 , Oelo - / :
g 3 3a y < g in15 | 5% § 5 NIFPLE (19° LONG] /p_yc:, SCH. 80 STREET ELL. E:: O%; ‘
T 5 = = = 0=id ! mu3 B b . S - fmm e 2 g 2
3 » w By 4 nl&¥ElT | y3c = : i A _ %
23] wo . | - . g - ¢ 2 S —— ;
z S o é B [ O i -d &
b - s L 53] C i . —— i o o e
- wre ZMmF A p— S : s (et
LA &5 i >. [ 1, TOP OF BOX:
5 4 To : vANLE 7% AT GRADE FOR LAWN, }) (Z
o & > 6 =< = L ; CH. B0 STREET ELL 1" ABOVE GRADE FOR GROUMND COVER OR SHRUBS. )
> g o« Eie = @ g P.Y.C.8CH. BO 81 : 2. NIPPLES LESS THAN 3" LONG SHALL NOT BE USED. -
° 5 8  Z59 z 3 x3 3. ALL MAINLINE FITTINGS SHALL BE PVG SCHEDULE 80,
z 3 zZ T SE5 = . F EE 4. ALL PIPE BETWEEN MAINLINE AND VALVES SHALL BE SCHEDULE 80 PVC.
U <
= g ‘% r;w) t m | & % g % =3 5. ALL WIRE SPLICES SHALL BE "SPEARS DRI SPLICE (D5-100)" OR APPROVED EQUAL,
[\ =i E S B29% ELEVATION WITH 2 FT. EXPANSION LOOPS.
— "“ g, l k e i g & ? 2 fﬁ - NOTES: 6. PURPLE VALVE BOX SHALL BE PLASTIC 80X WITH LOCKING COVER, SYMBOL ON PLAN
e T : : Dz X o =R , . e . - cpr (STAINLESS STEEL BOLT & WASHER)
N . < rElaCis o © o230 1, ALL PIPE AND FITTINGS SHALL BE SCHEDULE 80 PV UNLESS OTHERWISE SPECIFIED. L= ‘ S
¢ m) 53 B uwZh § & 2. QUICK COUPLER VALVE BOX IN LAWN AREAS SHALL BE SET AT GRADE. 7. /4 C!ZUSH%Ds%?LCé(N?’:{?LL COVER VALVE BOX PIPE OPENINGS @
N gy = 52 6d S¥Xagu 3. QUICK COUPLER VALVE BOX IN SHRUB AREAS SHALL BE SET AT 1" ABOVE GRADE. TO PREVENT SOIL ENTRY, .
: g sh1l g0 Quzss 4. PIPE SIZE FROM MAIN LINE SHALL MATCH QUICK COUPLER INLET DIAMETER, 8. DUAL UNION BALL VALVES ARE PROHIBITED. ]
- < . e H]I eolE 2F Ehaxd 5. DISSIMILAR METALS SHALL BE SEPARATED BY AN APPROVEE DIELECTRIC COUPLING. v 8. ALL VALVES SHALL BE PLAGED IN A 15" x 22" PURPLE JUMBO LOCKING VALVE BOX.
AN 221w <& o= % g& 8. SCHEDULE 80 PLASTIC PIPE SHALL BE USED ABOVE FINISHED GRACE. 10. REFER TO THE IRRIGATION PLAN FOR VALYE MANIFOLD AND LOCATION OF SHUT-OFF
N = 2215 su 285 ae SYMBOL ON PLAN VALVES.
B M ek 28 4% fé 2 O 30V AT CONTROL " MAXIMUM DISTANCE FROM CONTROLLER TO VALVES IN FEET
=== = < 90%87 BELOW GRADE PIPING INSTALLATION WiRE T 58
HiE SiZE #i2 2120
APPROVED BY: //w““'t: CITY OF CORONA APPROVED BY: T | CITY OF CORONA N’zﬁWED B}ﬁ . f/”/; CITY OF CORONA
Sy o B ',f“,}/ 11/23/09 %’%ﬁ“ - A A LA iz ' Ay A0 e ey 1123109
, e | L : ~ DATE
CITY ENGINEER DATE L ANDSCAPE TRENCHING CITY ENGINEER DATE QUICK COUPLER VALVE ClT‘f EEG'NEER REMOTE CONTROL VALVE
KIP D. FIELD REL KIP D. FIELD POTABLE WATER KIE . FIELD
: IEVISIO ! ‘ i . - REVISION | DESCRIPTION 534 DATE . : N )
REVISION| DESCRIPTION | BY | DATE STANDARD PLANNUMBER: 801 i 1 o- 1 REVISION| DESCRIPTION ) BY | DATE STANDARD PLAN NUMBER: 807  forr 1 o7 1 STANDARD PLAN NUMBER: 809 }sm tor 1
SHRUB SPRINKLER HEAD i | EINISHED GRADE
e g v ,/’/
g 2 , / | e — L FINISHED GRADE IN TURF AREAS
g @ i i = &Tﬁ“ =I1T 4 ltr—”! | gﬁi E l”"ﬂ_j_j_,l__ﬁ“l! i
;ﬁ" g gé‘ i,:ﬁféfg’?ﬁ — . | POP.UP BODY (SEE NOTE 1) T il anlnlio LOCKING LID WITH "PB" HEAT BRANDED IN 1'x2* LETTERS. (STAINLESS
7 E \ oy el ' SPRINKLER —— STEEL BOLT AND WASHER 1§ REQUIRED),
e 2 b " Bt
£ Z \ ~FINISHED GRADE PVC SCH.40 TEE OR ELL.
% o , ; ‘ .
g G © *‘*\ o , i SCHEDULE 80 NIPPLE
z @ & Go e e TR 2 WIRE £ > YL
3 = 5 & : \ e ey = L 36" WIRE EXPANSION LOOP TYPICAL.
w  OE . ST . \ B
a2 o< g lf . a4 : .
" . : ER -0 A e 8_ B Y e JSHED GRADE § AREAS
- & E 5 S% £g T, _ SWING JOINT PER DETAL e v FINISHED GRADE IN SHRUB AR
Z AL Ik i & 22 of L P , PURPLE LATERAL LINE —
g N ¥ 2 52 5O N /
[ ¥ 5 % 4 y ol s 4 3 M__“
o z & 8L owe i
45 T o ok ] -3 m“'—‘k
£ : - ¥ z J& Iu | PVC SCHEDULE 40 STREET ELL. T MARLEX STREET ELL.
§ o 2 O 2 55 23 Qlﬂ: S WIRE CONNECTORS
g Al Ny 20 2 oo =y i @ - PURPLE LATERAL LINE
- ' g > A g g ‘%‘ S g s T (TEE OR ELL) ELEVATION 34" CRUSHED ROCK
[+ Mo 23 % D
a ~ ° g 5% 55 =4 |
o g5 £d I3 SHRUB POP-UP SPRINKLER INSTALLATION 2" x 4% % 8" CONCRETE BLOCK
o E g D& 44 OR BRICK SUPPORTS
z i Z Er 28 2s
g B EZ io 22 . o
& g g 85 oa “§§ TURF SPRINKLER HEAD PVC SCH.A0 TEE OR ELL. SCH. 40 ELECTRICAL CONDUIT
52 z < wo 28 Aok ' R ' PURPLE LATERAL LINE
L =g 1 I ]
%5 5 § g8 58 % g 0N —
5 & 5 EM 3535 WALK, CURB _ 1 i CONDUIT SWEEP
P & Bz O OR HEADER e |
£ 02 o2iid A 8 1 FROM UNDEF
° 22 92823 , r’ FINISHED GRADE T . CONDUIT SWEEP BACK TO
¥ o8 ZEL URF SPRIN R IRRY INLINE
: £ og B%our TURF SPRINKLER POP-UP N UNDER IRRIGATION MA
i ) & 2% L8¢de , IR o SECTION VIEW - N.T.S,
e g o 2z g55%3 ECTRAT T ODY (SEE NOTE 1)
z ® HEEfu-fesd
o O TS0z 2kallly
b 2O ,.,ng;g&q& AB>2
g |8 251 BzifdEyElye SWING JOINT PER DETALL
5 |3 £2] 90 4o voonw . ' MARLEX STREET ELL. —
a U &2 ‘ 1 NOTE:
ar s | g AREA AROUND BOX CAN EITHER BE PLANTED, HARDSCAPE, OR A COMBINATION,
S & g TOP OF BOX:
g i H - { SCHEDULE 8O NIPPLE, MINIMUM 12" LONG AT FINISHED GRADE FOR TURF AREAS
F 5 i ' ; o 1* ABOVE GRADE FOR PLANTER AREAS
» e | W?T%%pég %?Z;‘ERAL LINE PVC SCHEDULE 40 USE PLASTIC LOCKING RECTANGULAR BOXES EXCEPT IN SIDEWALK OR SLAB AREAS. PULL
1 g 2 , - STREET ELL. ——o BOXES IN HARDSCAPE SHALL BE APPROVED BY DIRECTOR, AND INSTALLED IN CONCRETE
< 8 & O
o o = BOX.
i z ol % 5% PLASTIC WIRE PULL BOX TO BE A MINIMUM OF 2, MAXIMUM OF 3 FROM IRRIGATION
z 2 22| B 22885, TURF SPRINKLER INSTALLATION BLACE IRF VAW%B&O»:&& IN CONDUIT IF NOT PROTECTED BY IRRIGATION MAINLINE
5 81 &  grEjep? TURI ' ATION PLACE IRRIGATION WIRE ! NLINE.
; 7 81 2 & E F3220 TURF SPRINKLER INSTALLATION ‘ A. 10" ROUND VALVE BOX FOR 1" OR LESS SIZED CONDUIT.
2 g bmi Co poElzdx NOTES: B. 12'x18" VALVE BOX FOR -2 1/2° CONDUIT.
i 4 o gy Loap Zxug 3 1. ALL NIPPLES SHALL BE SCHEDULE 80 PVYG UNLESS OTHERWISE SPECIFIED, £ 15"%227 JUMBO VALVE BOX FOR 3° OR GREATER CONDUIT.
g & ¥ BhzZoLgp® NOTES: 2. TEFLON TAPE REQUIRED ON ALL BUT MARLEX FITTINGS,
e o BHOSERBw ) _ e , 3. ALL PIPING AND FITTING SHALL BE THE SAME SIZE AS THE SPRINKLER INLET,
22 <wdo w 1. FOR POP-UP HEADS, BODY SHALL BE AT FINISHED GRADE. |
o2 2. ALL POP-UP SPRINKLERS SHALL HAVE AN INTERNAL "ANTI-DRAIN DEVICE®. |
| v - - | , APPROVED BY: T CITY OF CORONA
APPROVED BY. 5 CITY OF CORONA APPROVEDBY. ) CITY OF CORONA APPROVED BY: — 7 CITY OF CORONA %;;’ . 2 /j s
) I A ‘ oy j A 74 Ly if"}w o L 1123108 - L P
G o B 2 LA vansns Lo e AP 1123108 e B S sl CITY ENGINEER DATE
. L e | . , : X R DATE | : AT 16 - PUI |
| CITY ENGINEER DATE THRUST BLOCKS FOR CITY ENGINEER DATE TURF AND SHRUB POP-UP g:;‘BEgCESgEE SWING JOINT DETAIL ) KIP D. FIELD IRRIGATION WIRE PULL BOX s]lcg;ﬁ/ulf;ﬁ
KIP D. FIELD PLASTIC PIPE KiP D. FIELD INSTALLATION ' EXF. DATE
: - T [REVISION | DESCRIPTION BY DATE I, — REVISION | DESCRIPTION BY DATE STANDARD PLAN NUMBER:  B20 }sm 1 0% 1
REVISION| DESCRIPTION 8y DATE STANDARD PLAN NUMBER: 810 }M 1 or 1 REVISION | DESCRIPTION BY OATE STANDARD PLAN NUMBER: 813 Fm {084 | E STANDARD PLAN NUMBER: B4 FH[ 4 ok 1 ':

, - Drawing No.
- BENCH MARK \ A ~
Dasngn;d by o;—;w; by ChockeBcfl\A by 2.29.16] MP_|/\VOLLEYBALL ADDITION Engineerin g\h o oea mm {/{/% CITY OF CORONA PROJECT: CITY PARK VOLLEYBALL AND 15-061
m - bt . BASKETBALL COURT ADDITION
b l a 370 NORTH JOY STREET | CORONA, CA 92879 PLANS PREPARED UNDER SUPERV'S'ON OF l 1 Parks District Eﬂglﬂeer LAN DSCAPE PI_ANS S L—6
AROHITECTURE Lotz | E RIS ) 12/13/2013 BAXTER MILLER Reference Plans _J Scole SHEET TITLE: IRRIGATION DETAILS g1 6 of 12
: Date for these Improvements Date : | REVISIONS App'd
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(1) FINISH GRADE/TOP OF MULCH (3)

(2) VALVE BOX WITH COVER: RAIN  (8)
BIRD VB-STD

(3) REMOTE CONTROL VALVE:
RAIN BIRD 150-PESB (INCLUDED (10
WITH KIT)

(») IDTAG 11

(5) WATERPROOF CONNECTION:
RAIN BIRD DB SERIES

@ 30" LIN LENGTH OF WIRE,
COILED

(7) PRESSURE REGULATING QUICK
CHECK BASKET FILTER: RAIN
BIRD PRB-QKCHK-100
(INCLUDED WITH KIT)

PVC SCH 80 NIPPLE (LENGTH
AS REQ)

(9) PVC SCH 40 TEE ORELL

PVC SCH NIPPLE (2" LENGTH,
HIDDEN) AND PVC SCH 40 ELL

(1) PVC SCH 40 TEE ORELL
(12) MAINLINE PIPE

@ 3" MIN DEPTH OF 3/4" WASHED
GRAVEL

\\\Q\\\z S 1

U 2

6

| 5
O

Q%O QQQ&PQQO 4

18

TOP VIEW

PVC SCH 80 NIPPLE, CLOSE

(INCLUDED IN KIT)

(1D PVC SCH 40 TEE (INCLUDED IN KIT)
PVC SCH 40 ELL (INCLUDED IN KIT)

(17) PVC SCH 40 FEMALE ADAPTOR

LATERAL PIPE

(1) FINISH GRADE

LEGEND:

1. 6" ROUND VALVE BOX:
RAINBIRD VB-6RND

2. TOP OF MULCH )
3. FINISH GRADE R
4. AIR RELIEF VALVE KIT:

RAINBIRD X17000AIR
VALVE KIT

5. LANDSCAPE DRIPLINE
TUBING:RAINBIRD
DRIPLINE XFS

6. 3" MINIMUM DEPTH OF

%" WASHED GRAVEL

VN
R

1 XCZ-PRB-150-COM
11/2" = 1-0"

SONNZEN

RO RORLRLR
NWNN AANAN
: r SIR X
3
/\\/\\/\\/\\/,
4
5
[ 7
—

1" = 1I_Oll

@ AIR RELIEF VALVE

GOV-CORONA-CIT-08

NOTE:

1. ALLOW A MINIMUM OF 6-INCHES
OF DRIPLINE TUBING IN VALVE
BOX IN ORDER TO DIRECT
FLUSHED WATER OUTSIDE
VALVE BOX.

FLUSH CAP FOR EASY FIT
COMPRESSION FITTINGS:
POTABLE:RAIN BIRD

MDCFCAP
NON-POTABLE: RAIN BIRD

MDCFPCAP

(3) EASY FIT COUPLING:
RAIN BIRD MDCFCOUP

@ SUBTERRANEAN EMITTER
BOX:
RAIN BIRD SEB 7XB

(5) SUB-SURFACE DRIPLINE:
RAIN BIRD XF SERIES
DRIPLINE
POTABLE: XFS DRIPLINE
NON-POTABLE: XFSP
DRIPLINE

(6) 3-INCH MINIMUM DEPTH OF
3/4-INCH WASHED GRAVEL

(7) BRICK (1 OF 2)

@ DRIP FLUSH POINT

Q@ /O

O] = — =

NSNS

7
\ N

X Y
LEGEND:

1. EASY FIT COMPRESSION TEE-RAINBIRD MDCFTEE
2. TOP OF MULCH/FINISH GRADE

3. LANDSCAPE DRIPLINE TUBING

4. TIE DOWN STAKE STAKE: RAINBIRD LD16STK

NOTES:

1. ABOVE GRADE DRIPLINE TO BE INSTALLED IN THE INTERIOR OF

THE PROJECT ONLY.

DRIPLINE ON GRADE

K<

AN

N

N

¥
HH
HH

©

11/2" = 10"

GOV-CORONA-CIT-03

@ PVC EXHAUST HEADER

NOTES:

ELEVATION.

1. DISTANCE BETWEEN LATERAL ROWS AND EMITTER SPACING TO BE
BASED ON SOIL TYPE, PLANT MATERIALS AND CHANGES IN

2. LENGTH OF LONGEST DRIPLINE LATERAL SHOULD NOT EXCEED THE
MAXIMUM LENGTH SHOWN IN THE ACCOMPANYING TABLE.
3. AIR RELIEF VALVE TO BE INSTALLED AT HIGH POINT OF AREA.

@ FLUSH POINT (TYPICAL)

@ BARB X MALE FITTING

@ PERIMETER OF AREA

@& P—®
@

@ BARB X BARB INSERT TEE OR CROSS

@ PVC SCH 40 TEE OR EL (TYPICAL)

@ PERIMETER DRIPLINE PIPE TO BE INSTALLED 2"-4" FROM

PERIMETER OF AREA

SUB-SURFACE DRIPLINE

\
I \ N INSETA 1 ( \/ @ %" POLYETHYLENE BLANK TUBING:
| i 7 —r
| T\ S Hh Hh - : INSET A AR RELIEF VALVE:
\ I .
i — )
NSET A r g e AR—]] g g g -; = - XFS Dripline Maximum Lateral Lengths (Feet) @ PVC SUPPLY MANIFOLD

-y T I 1 1 I 1 i I I I 1 1 1 1 1 1

12 = i i i i 12 12" Spacing 18" Spacing 24" Spacing PVC SUPPLY PIPE FROM CONTROL ZONE KIT (SIZED TO
i l /
— ’——// —H m / AR | PSI 06GPH | 0.9GPH | 06GPH |09GPH | 0.6 GPH | 0.9 GPH MEET LATERAL FLOW DEMAND)
19 @\L
:’ b / i H N H | | | | 15 273 185 314 250 424 322 TOTAL LENGTH OF SELECTED DRIPLINE SHOULD NOT
| | / | AR e e e e 20 318 | 169 353 | 204 508 | 368 EXCEED LENGTH SHOWN IN TABLE
| | /\_
(19 I | / i /’ 30 360 230 413 350 586 414 PVC SCH 40 RISER PIPE
| | [ | 40 395 255 465 402 652 474
| l [ 3 15 50 417 285 528 420 720 488 (15) PVC FLUSH HEADER
'LL' i N1 o, N | | o4 L I 60 460 290 596 455 780 512 CONNECTION FROM SUPPLY MANIFOLD TO DRIPLINE
“““““““““““““““““““ - ! U ———C)] WHEN USING 17MM INSERT FITTINGS WITH DESIGN PRESSURE OVER 50PS, IT IS
| FP RECOMMENDED THAT STAINLESS STEEL CLAMPS BE INSTALLED ON EACH FITTING. @ BARB X FEMALE FITTING
' 3/n
@ DRIPLINE LAYOUT 1 s 1% 1 1% s 0 e %" PVC NIPPLE, LENGTH AS NECESSARY
11/2" = 1-0"

NOTE:

(D) PVC DRIP MANIFOLD PIPE

(2) PVC SCH 40 TEE OR ELL

(3) 1/2" POLYETHYLENE TUBING
(4) BARB CROSS INSERT FITTING
(5) BARB TEE INSERT FITTING

(6) PROJECTED CANOPY LINE OF
TREE

(7) SUB-SURFACE DRIP
IRRIGATION TUBING PLACE AS
SHOWN (LENGTH AS
REQUIRED)

ROOT BALL

(9) TIE DOWN STATE AT 5' O.C.
(QUANTITY AS REQUIRED)

1. DISTANCE BETWEEN LATERAL RINGS AND EMITTER
SPACING TO BE BASED ON SOIL TYPE, AND TREE
CANOPY. SEE MANUFACTURER'S INSTALLATION GUIDE FOR

SUGGESTED SPACING.

@ DRIPLINE AROUND TREE
6" = 1-0"

SIG

10/31/17

EXP. DATE
8-22-16

DATE
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NOTES AND LEGEND:

PROTECT IN PLACE LEGEND:

PROTECTION LEGEND
DESCRIPTION

SYM
BOL

—

EXISTING CURB AND GUTTER

EXISTING IRRIGATION VALVE

EXISTING MOW CURB FROM BEGINNING OF SIDEWALK TO 41'- 8"
EXISTING IRRIGATION CONTROLLER AND WIRES

EXISTING ELECTRICAL PULL BOX

EXISTING ELECTRICAL TRANSFORMER

EXISTING POWER POLE AND GUY WIRE

EXISTING LANDSCAPE AND IRRIGATION, PROTECT AND MAINTAIN IN
PLACE

EXISTING CONCRETE SIDEWALK
EXISTING LIGHT FIXTURE
EXISTING IRRIGATION PULL BOX
_ — , , ————— : EXISTING IRRIGATION MAINLINE
g.%‘ vvvvvvvvvvvv BRnnaOnE A'dv:::A::::::::::éjijféi%:::::::ijjw‘ﬂzjy*,i:w O K oo S wwwwww ***** ——— y‘ g «««« q — -f:' ; f : Y /v K XISTING MULCH AREA
VVVVVVVVVVVVVVVVVVVVVVVVVV | «v*',t.v,w,',v.w:,v.'jii,v.wf::::::;::::i:::it::::::i:i1::::i:::i:::ji::::it:i::::::i::t::::i:~:1“55E \'\"\,\) ,E)L(,L?\,T'NG TREE - RELOCATE PER CITY STANDARD 819 AS SHOWN ON

vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv

/ LIMIT OF WORK

) -
#ﬁ&mﬁmmma@mwmmwmﬁw&awmawwmﬁmmmwmm&ﬁ\@&mmﬁwwm CEEEEXE Y R EE LA EX R R R EERE A A E A EE R R AL R :::::;;:;:;::;,;;:;,:,_:; ’
4.5 % BB BERERS B ERx] %
.- ' @ﬁ%%&@%ﬁ%&ﬁﬁ@%%@%ﬁm%ﬂmm@ﬁ%%mﬁﬁwﬁ%

(6]
(9]

A . ] 2 7 = - ‘ e ——

¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢

¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢
vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv
¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢
¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢

/@J T sawcurar—”
oo EXISTING . I
~ CAUTION, OVERHEAD =~ CONCRETETO ~ CONTRACTOR TO VERIFY -
_POWERLINESIN REMAIN -~ LOCATION AND DEPTH OF —
~ THISAREA -~ 'EXISTING UNDERGROUND
Sz | ELECTRICAL LINE PRIOR TO
CONSTRUCTION. LOCATION |
SHOWN IS DIAGRAMMATIC. P.IP.

...........................................

vvvvvvvvvvvv , 4 EXISTING TREE - MAINTAIN CLEAR OF CONSTRUCTION FOR EXTENT
........... DU OF ROOT ZONE

DEMOLITION LEGEND

DESCRIPTION

REMOVE EXISTING CONCRETE AND DISPOSE OF IN A LEGAL
MANNER, QTY: 212 SF

@ REMOVE EXISTING GRAVEL PARKING LOT TO NATIVE GRADE AND
3

DISPOSE OF IN A LEGAL MANNER, QTY: 20,320 SF

REMOVE EXISTING ASPHALT AND DISPOSE OF IN A LEGAL MANNER,
QTY: 833 SF

RELOCATE EXISTING PALM TREE WHERE SHOWN ON PLAN PER CITY
STANDARD DRAWING 819. REFER TO PLANTING PLAN FOR NEW
LOCATION RELATIVE TO NEW DESIGN

REMOVE EXISTING RAILROAD TIES AND RETURN TO THE CITY

"|REMOVE EXISTING TURF AND IRRIGATION, RETURN IRRIGATION
‘JROTORS TO CITY. CAP LATERAL LINES AND ABANDON IN PLACE.
-|DISPOSE OF TURF IN A LEGAL MANNER. QTY: 22,369 SF

RELOCATE ELECTRICAL PULLBOX PER ELECTRICAL PLANS
DEMO/REMOVE EXISTING BLOCK UTILITY BUILDING, FOOTING AND

S e EXISTING PEDESTAL TO BE PAD - REFER TO ELECTRICAL PLANS FOR ADDITIONAL INFORMATION
o REMOVED. REGARDING UTILITY DEMOLITION.

ELECTRICAL MAIN SERVICE SWITCHBOARD - REFER TO ELECTRICAL
PLANS FOR DEMOLITION.

73
= o

UTILITY
BUILDING

L
S W

€ e e e«
N

. .o
< .

« €«
« ko«

e =T ¢«

.

=

EAREEEEE]

o

' S ~ oITYOFcorona (0 e
EXISTING ELECTRICAL ~ FORTREE-RELOGATION:.
CONDUIT TO BE REMOVED

® Q@

©

REMOVE EXISTING MOWCURB. LENGTH 106’

| ©®

1llREMOVE EXISTING PLANTING AREA. QTY: 1,700 SF

vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv
wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww

REMOVE EXISTING TREE AND STUMP AND DISPOSE OF IN A LEGAL
MANNER

1. ALL TREES IDENTIFIED TO REMAIN SHALL BE PROTECTED IN PLACE AND
MAINTAINED DURING THE DURATION OF THE CONSTRUCTION PROCESS. ANY
TREES DAMAGED AS A RESULT OF THE PROCESS AND OR PROCEDURES OF
CONSTRUCTION SHALL BE REPAIRED AND OR REPLACED WITH MATERIALS
TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT OR CITY.
2. CONTRACTOR TO REPAIR AND OR REPLACE DAMAGE TO EXISTING
S, Ll IERPPRETS o0 FACILITIES NOT SCHEDULED FOR REMOVAL TO THE SATISFACTORY OF THE
) e wemmememmme® T LMIT O CITY REPRESENTATIVE.

vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv

¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢¢

UNDERGROUND SERVICE ALERT

———————— e

GENERAL NOTES:

1. 1T SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATION OF ALL UTILITIES OR STRUCTURES ABOVE OR BELOW
GROUND, SHOWN OR NOT SHOWN ON THESE PLANS INCLUDING BUT NOT LIMITED TO: LIGHTING, ELECTRICAL WIRING, CATCH
BASINS/DRAINS, DRAIN PIPES AND SLEEVES. CONTRACTOR WILL BE HELD RESPONSIBLE FOR ALL DAMAGE TO ANY UTILITIES OR
STRUCTURES CAUSED BY HIS OPERATION.

2. CONTRACTOR TO REPAIR AND OR REPLACE DAMAGE TO EXISTING FACILITIES NOT SCHEDULED FOR REMOVAL TO THE SATISFACTORY
OF THE CITY REPRESENTATIVE.

3. IRRIGATION IS SHOWN SCHEMATICALLY CONTRACTOR TO VERIFY LOCATION OF MAINLINE, VALVES, LATERALS, AND EMITTERS IN FIELD
PRIOR TO COMMENCEMENT OF DEMOLITION.

LEAST TWO DAYS
BEFORE YOU DIG

SIGNATURE

10/31/17

B

DATE

Designed by Orawn by Checked by MP |/\ VOLLEYBALL ADDITION BENCH MARK

b m l a JH 18, SF BM
’ 370 NORTH JOY STREET | CORCNA, CA 92879 PLANS PREPARED UNDER SUPERWS'ON OF
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Date for these Improvements : REVISIONS ~

Drawing No.

CITY OF CORONA PROJECT: CITY PARK VOLLEYBALL AND 15-061

LANDSCAPE PLANS BASKETBALL COURT ADDITION L-8
SHEET TITLE: DEMOLITION PLAN Sh 8 of 12
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Tom Koper Date
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“light post

GENERAL NOTES:
1. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATION OF ALL UTILITIES OR STRUCTURES ABOVE OR BELOW

GROUND, SHOWN OR NOT SHOWN ON THESE PLANS INCLUDING BUT NOT LIMITED TO: LIGHTING, ELECTRICAL WIRING, CATCH
BASINS/DRAINS, DRAIN PIPES AND SLEEVES. CONTRACTOR WILL BE HELD RESPONSIBLE FOR ALL DAMAGE TO ANY UTILITIES OR

STRUCTURES CAUSED BY HIS OPERATION.
2. CONTRACTOR TO REPAIR AND OR REPLACE DAMAGE TO EXISTING FACILITIES NOT SCHEDULED FOR REMOVAL TO THE SATISFACTORY

OF THE CITY REPRESENTATIVE.
3. IRRIGATION IS SHOWN SCHEMATICALLY CONTRACTOR TO VERIFY LOCATION OF MAINLINE, VALVES, LATERALS, AND EMITTERS IN FIELD

PRIOR TO COMMENCEMENT OF DEMOLITION.

MP |/\ VOLLEYBALL ADDITION BENCH MARK

Engineeﬁnww 7 aa / {ijw (}9“4? L~/C

NOTES AND LEGEND:

GRADING LEGEND

SYMBOL DESCRIPTION

QTY NOTES

EXISTING TREE TO BE PROTECTED IN

CITY OF CORONA

PLACE
ABBREVIATIONS
BR BOTTOM OF RAMP
BS BOTTOM OF STAIRS
TC TOP OF CURB
TR TOP OF RAMP
TS TOP OF STAIRS

)
7.
N

UNDERGROUND SERVICE ALERT

AT LEAST TWO DAYS
BEFORE YOU DIG

1 0/31/1
TR

DATE

Drawing No.

PROJECT: CITY PARK VOLLEYBALL AND 15-061

Tom Koper Date

JB, SF BM
District Engineer

BASKETBALL COURT ADDITION L-9
SHEET TITLE: GRADING PLAN sh 9 of 12

Parks LANDSCAPE PLANS

370 NORTH JOY STREET | CORONA, CA 92879

LANDSCAPE . .
ARCHITECTURE mostrariiza | o1 7anesel f oy, g 0013 BAXTER MILLER Reference Plans Scale 4 = o0
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LANDSCAPE
ARCHITECTURE

370 NORTH JOY STREET | CORONA, CA 92879
Ti951.737.1124 | F: 951.737.6551

PROJECT NUMBER: 08010813
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Designed by Drawn by Checked by 2.29.16/ MP |/\VOLLEYBALL ADDITION BENCH MARK r - 7 - /
m 18, SF BM Engineeﬁng&ﬁa&w Lo S §“‘“g”’é‘/é
4 Tom Koper 7 Date

PLANS PREPARED UNDER SUPERVISION OF Parks District Engineer
12/13/2013 BAXTER MILLER Reference Plans Seale 1n = 200"
Dote for these Improvements Date REVISIONS !

NOTES AND LEGEND:

CONSTRUCTION LEGEND
TYPE: STANDARD CONCRETE, 4" THICK MINIMUM 3250 PS|

COLOR: NATURAL GRAY

FINISH: MEDIUM BROOM FINISH. BROOM STROKES TO RUN
PERPENDICULAR TO EDGE OF CONCRETE. 1/4" DEEP CONCRETE
SCORELINES TO OCCUR AS SHOWN

BANDS: BANDS WHERE SHOWN. REFER TO DETAIL A, SHEET L-3

©

6"x6" CONCRETE MOW CURB. 134 L.F. REFER TO DETAIL A, SHEET L-4

HALF BASKETBALL COURTS. REFER TO DETAIL B&C, SHEET L-3,
CONCRETE 6" THICK, 3250 PSI W/ #3 REBAR BOTH WAYS AT 18" O.C.
FULL BASKETBALL COURTS. REFER TO DETAIL B&C, SHEET L-3
CONCRETE 6" THICK, 3250 PSI W/ #3 REBAR BOTH WAYS AT 18" O.C.
12'X12' ICON PICNIC SHELTER MODEL 12M. ROOF COLOR: TUDOR
BROWN, POST COLOR: EVERGREEN. NOTE: THIS IS A DEFERRED
APPROVAL ITEM. CONTRACTOR TO SUBMIT ENGINEERED
DRAWINGS FOR CITY APPROVAL AND PERMITS PRIOR TO
CONSTRUCTION. DETAILS PROVIDED ON THESE PLANS ARE FOR
REFERENCE ONLY.

QUICKCRETE ROUND CONCRETE PICNIC TABLE MODEL: QR42FC
COLOR: C11 ADOBE TAUPE, FINISH: T1 SMOOTH. INSTALL PER
MANUFACTURER'S RECOMMENDATIONS

HAWS DRINKING FOUNTAIN MODEL: 3150 COLOR: STANDARD GRAY
FINISH: EXPOSED AGGREGATE. INSTALL PER MANUFACTURER'S
RECOMMENDATIONS

HANDICAP RAMP. REFER TO DETAIL G&H SHEET L-4

CONCRETE STAIRWAY. REFER TO DETAIL D,E&F, SHEET L-4

ELECTRICAL EQUIPMENT - REFER TO ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION
WASTE RECEPTACLE - QUICK CRETE MODEL: QS-PS2532W

BASKETBALL COURT SINGLE: LA STEELCRAFT 1244-09-OTAOBM-600N
WITH POST PAD

BASKETBALL COURT DOUBLE: LA STEELCRAFT
12046-09-OTAOBM-600N WITH POST PAD

VOLLEY BALL COURT - REFER TO DETAIL C SHEET L-4
POINT OF BEGINNING

@ |®OE

SO OO Q| ©

UNDERGROUND SERVICE ALERT

EAST TWO DAYS
BEFORE YOU DIG

LANDSCAPE ARCHITECT SEAL

4
. . [
@&\ i

N P
NORTH o 20" 40 60" B
SINQRE
10/31/17
CHk
4——m?—®
O\
O O
Drawing No.
CITY OF CORONA PROJECT: CITY PARK VOLLEYBALL AND 15-061
LANDSCAPE PLANS BASKETBALL COURT ADDITION L-10

SHEET TITLE: HARDSCAPE PLAN sh 10 of 12
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1) ADJUST ALL SPRINKLERS FOR 100% COVERAGE.

2) CONTRACTOR TO REPAIR/REPLACE ALL TURF DAMAGED AS A RESULT OF
CONSTRUCTION WITH MATCHING TURF SOD TO THE SATISFACTION OF THE CITY.

3) ALL TRENCHING SHALL BE COMPACTED AND LEVELED BEFORE NEW TURF SOD IS
APPLIED.

4) CONTRACTOR TO BE AWARE OF LOCATION OF EXISTING LATERALS AND MAINLINES
WHEN TRENCHING AND TAKE CARE TO PREVENT DAMAGE TO TRENCHING MACHINERY
AND EXISTING PIPES.

5) CONTRACTOR TO PROTECT AND VERIFY WITH MAGNETIC DETECTOR IN FIELD
LOCATION OF ALL EXISTING ELECTRICAL WIRES AND CONDUIT.

6) IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATION OF ALL
UTILITIES OR STRUCTURES ABOVE OR BELOW GROUND, SHOWN OR NOT SHOWN ON
THESE PLANS. CONTRACTOR WILL BE HELD RESPONSIBLE FOR ALL DAMAGE TO ANY
UTILITIES OR STRUCTURES CAUSED BY HIS OPERATION.

7) ALL TREES SHALL BE PROTECTED IN PLACE AND MAINTAINED DURING THE DURATION
OF THE CONSTRUCTION PROCESS. ANY TREES DAMAGED AS A RESULT OF THE PROCESS
AND OR PROCEDURES OF CONSTRUCTION SHALL BE REPAIRED AND OR REPLACED WITH
MATERIALS TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT OR CITY.

8) CONTRACTOR TO REPAIR AND OR REPLACE DAMAGE TO EXISTING FACILITIES NOT
SCHEDULED FOR REMOVAL TO THE SATISFACTORY OF THE CITY REPRESENTATIVE.

8) TAKE CARE UPON INSTALLATION NOT TO DAMAGE EXISTING IRRIGATION SYSTEM
SCHEDULED TO REMAIN. ALL REPAIRS TO BE MADE WITHIN 24 HOURS OF DAMAGE TO THE
SATISFACTORY OF THE CITY REPRESENTATIVE.

10) IRRIGATION IS SHOWN SCHEMATICALLY. CONTRACTOR TO VERIFY LOCATION OF
MAINLINE, VALVES, LATERALS, AND SPRAY HEADS IN FIELD PRIOR TO COMMENCEMENT OF
CONSTRUCTION.

11) DELIVER ALL HEADS IDENTIFIED FOR REMOVAL TO THE CITY DEPARTMENT OF WATER
AND POWER FOR REUSE BY THE CITY.

12)ALL IRRIGATION SHALL BE INSTALLED PER THE CITY OF CORONA PUBLIC WORKS
DEPARTMENT STANDARD DETAILS FOR PARKS

13)CONTRACTOR TO PROVIDE MYLAR 'AS-BUILTS'

14) CONTRACTOR TO MAINTAIN ADJACENT TURF AREAS DURING CONSTRUCTION. ANY
TURF DAMAGED BY CONSTRUCTION OR LACK OF MAINTENANCE SHALL BE REPLACED AT
THE DIRECTION OF THE CITY

VALVE CALL-OUT

A30 | STATION NUMBER
78 [GPM
2" [VALVE SIZE, EX=EXISTING

NOTE: A CROSS CONNECTION TEST WILL NEED TO BE
PERFORMED PRIOR TO ANY FINAL ACCEPTANCE OF
THE RECLAIMED SYSTEM.

---------------_--------_--“

CONTRACTOR TO INSTALL FEBCO 825YA 3/4"
BACKFLOW AFTER CITY PROVIDED WATER

NOTES AND LEGEND:

METER AND RUN 1/2" COPPER SUPPLY WATER LINE TURE MPR ROTORS - POP-UPS
TO DRINKING FOUNTAIN LOCATION.
SYMBOL MANUFACTURER/ GPM PRECIP
MODEL RAD | PSI RATE
e CONTRACTOR TO INSTALL 1-1/2" SCHEDULE 40 Q T H F Q T H F
/ DISCHARGE LINE FROM DRINKING FOUNTAIN RAINBIRD
i fy\ TO VOLLEYBALL COURT SUMP. 4 A 0O SOPLSNIRNP | 25| 45 198 | 382 | .60
QUARRY ST  umrorwor | i
—— : v , A | -PL- -R- ' . . ) . .
| g T T T T — 1 (5000-MPR-30-Q/T/H/F)
X i [ N N Y RUN SRR |
% ] ./ T : B ’ RAINBIRD
! 3 i N p ;
r: l4" LATEF CONTRACTORTO . ' 7| a 5000-PL-SAM-R-NP 35 | 45 | 1.92 3.81 60
O= {| INE SLE REMOVE ALL HEADS s (5000-MPR-35-Q/T/H/F)
= MV 1LFR , FROM VALVE 27 FROM s
. THIS'AREA AND CAP THIS AREA AND CAP #
3 7
S¢: 6" LATERAL H
CONTRACTORTOVERFY 5 » LINE SLEEVE ¥ TURF ROTORS - POP-UPS
ACTUAL LOCATION OF s 8
VALVES 28, 30 AND 31 : : sym | MANUFACTURER! | pap [ psi| gPMm NOTES
% 4 MODEL/NOZZLE
28 H %, @ @ EXISTING ROTOR OR SPRAY HEAD, REMOVE
40.4 s AND RETURN TO THE CITY, CAP LATERAL
30 o : 31 LINES AS NECESSARY FOR PROPER
jo pATABLE CONTINUED VALVE OPERATION IF ANY
96.5 P RIGATION SYSTEM AT @3 HEADS REMAIN ON VALVE AT LIMIT OF
: PUMP STATION j{ CONSTRUCTION
31 l
|
oo m ‘ll O EXITING R PLACE
. ’ ITING ROTOR, PROTECT IN
zaifan 1 o 33
SN 37 !
) —d
3" £ OONUNAA a7 BGOSR AN S T AT T N N NG e TSR 5 /‘l i 29) EXISTING ROTOR, CONTRACTOR TO VERIFY
¢ o m | COVERAGE IN FIELD AND RELOCATE HEAD
,’ ) | | @ IF NECESSARY TO PREVENT OVER SPRAY
a | | ONTO COURT AND PROVIDE HEAD TO HEAD
‘\“« | ‘
% f COVERAGE
':- )
= NN X ey L S RN N N e CONTRACTOR TO ADD FULL CIRCLE ROTOR
C — TO VALVE 17. CONTRACTOR TO POTHOLE
A = AND VERIFY ACTUAL LATERAL LOCATIONS
L RAINBIRD 7005-SS-NP-14-F 61' | 60 | 143 | AND SIZES AS NECESSARY TO CONSTRUCT
\ . PER PLAN. SOME LATERAL LINES MAY NEED
s PEDESTAL TO BE UPSIZED BACK TO THE VALVE WHICH
k 2-1/2" MUST BE DETERMINED IN THE FIELD
> i ‘
5 CONTRACTOR TO CHANGE HEAD FROM
CONTRACTOR TO VERIFY % , VALVE 19 FROM PART CIRCLE TO FULL
COVERAGE IN FIELD AND RAINBIRD 7005-SS-NP-14-F 61" | 60 | 143 | LEAD. TEMPORARILY CAP LATERAL DURING
RELOCATE HEAD FROM CONSTRUCTION
VALVE 29 IF NECESSARY
TO PREVENT OVER RAINBIRD 7005-SS-NP-10-Q 53 | 60 | 101 | NEW ROTOFgacgggg% Tsa g\),(JST'NG VALVE
SPRAY ONTO COURT
2-1/2" RAINBIRD 7005-SS-NP-14-H 61' 60 14.3 NEW ROTOR, CONNECT TO VALVE 30
auns” &k§
#
2 N SUB SURFACE DRIPLINE INSTALL PER
b, CONTRAGTOR TO VERIFY 2 28| RAINBIRD XFS-P-08-12-12 DETAILS.
@, COVERAGE IN FIELD AND 2 &\G
CONTRACTOR TO VERIFY ®a, RELOCATE HEAD FROM gg&@f&%{%@ggg% H il
COVERAGE INFIELDAND  %s VALVE 17 IF NECESSARY UALVE 17 %
RELOCATE HEAD FROM TO PREVENT OVER £ SYM. MODEL NOTES
RAY O o
\TISLQ/FEEU}EISTNS\?SSSARY %:P NTO COURT X @ NEW DRIP VALVE RAINBIRD HIGH FLOW COMMERCIAL ZONE KIT
SPRAY ONTO COURT *a, ||ght post XCZ-PRB-150-COM, INSTALL IN GREEN VALVE BOX IN PLANTER
o, et AREA AND CONNECT TO POTABLE IRRIGATION SYSTEM AT
%% pemammmsEREEES PUMP STATION
2N I TS e CONTRACTOR TO CHANGE HEAD SROTECT IN
5 o, ce=s= | \MIT OF WORK _FROM VALVE 19 FROM PART @ | EXISTING VALVE AND BOX PLACE
e S " CIRCLE TO FULL HEAD.
% g ﬁ‘%%%m i
A AT T s TEMPORARILY CAP LATERAL EXISTING VALVE, CONTRACTER TO REMOVE AND REPLACE
—1- _ DURING CONSTRUCTION a5 WITH NEW VALVE 2" RAINBIRD PESB-HAN-PRS-D IN VALVE BOX,
TN i vEAD PP . CONTRACTOR TO REUSE WIRES FOR EXISTING VALVES
e 1P ) *light post
e PROTECT IN
. s EXISTING CALSENSE CONTROLLER PLACE
,,,/‘@— ] ] EXISTING 2" METER, BACKFLOW, FLOW METER AND MASTER PROTECT IN
1-1/4" - [ VALVE. PLACE
’:}, VALVE 17 HEAD ‘||
@ ,,,—"" 3 TAVEMBHEAD | mEEEmEmEmme NEW SCHEDULE 80 PVC PIPE SLEEVE
- Y UNALVEMBHEAD ey L
] EXISTING CLASS 200 PVC LATERAL LINE. CONTRACTOR TO
VALVE 17 HEAD '| POTHOLE AND VERIFY ACTUAL LATERAL LOCATIONS AND
] SIZES AS NECESSARY TO CONSTRUCT PER PLAN. SOME
| LATERAL LINES MAY NEED TO BE UPSIZED BACK TO THE
|| VALVE WHICH MUST BE DETERMINED IN THE FIELD. LINE SIZE
. SHOWN IS MINIMUM LINE SIZE, ACTUAL LINE SIZE CAN BE
\ LARGER.
\ NEW CLASS 200 PVC LATERAL, SIZE PER PLAN, COLOR
! @ PURPLE
\
“ WO N N WM OEE m e W EXISTING 4" PVC MAINLINE - PROTECT IN PLACE
1-1/4" |
A4
v 4

¢
§

! 17

-1 .
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NOTES AND LEGEND:

PLANTING LEGEND

SYMBOL

DESCRIPTION

QTY NOTES

EXISTING PHOENIX CANARIENSIS TO BE
RELOCATED WHERE SHOWN

REFER
TO
DETAIL D,
L-3

EXISTING TREE TO BE PROTECTED IN
PLACE

Designed by
JH
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Hydroseed Mix - Pro Sportsfield "Ultra"

Seeding Rate: 12Ibs per 1,000 sf (500 Ibs per acre)
Ingredients:

25% Affinity Perennial Ryegrass

25% Elfkin Perennial Ryegrass 97% Minimum purity
20% Manhattan 4 Perennial Ryegrass 90% Minimum purity
30% Princess Hybrid Bermudagrass

Available through Stover Seed Company (800) 621-0315

25,500 SF

Drawn by
JB, SF
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BM

2.29.16
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UTILITY
BUILDING

<« PR
mmﬁﬂﬁmﬁiﬂ;ﬂmﬁﬂ

o r‘_—/PEDES‘ TAL

“light post

NOTE: QUANTITIES ARE LISTED FOR THE CONVENIENCE OF THE CONTRACTOR.
ACTUAL AREA SHOWN ON PLAN TAKES PRECEDENT OVER QUANTITIES LISTED.

UC VERDE BUFFALO GRASS
From plugs planted at 6" on center

525 SF

3" LAYER OF MEDIUM GRIND BARK
MULCH

1,830 SF

PLANS PREPARED UNDER SUPERVISION OF

12/13/2013

BAXTER MILLER

Date
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LIGHTING FIXTURE SCHEDULE GENERAL NOTES ELECTRICAL SYMBOLS LIST: REFERENCES & ABBREVIATIONS:

1. PROVIDE ALL MATERIALS AND LABOR AS REQUIRED TO ACHIEVE A COMPLETE AND 0 JUNCTION BOX. SIZED BY THE CONTRACTOR PER ACTUAL NUMBER OF CONDUITS LIGHTING FIXTURE DESIGNATION
LIGHTING FIXTURE GENERAL NOTES OPERATIONAL SYSTEM. e AND/OR CONDUCTORS PASSING THRU.
N s P T g G P T «%%m g o g ----- i O T ;. A@.v«,w -
————-————;——-—-———' S Reay 2/ COORDINATE WITH THE SCE UTILITY PLANNER AND PERFORM ALL WORK REQUIRED FOR @ @) IN-GRADE LIGHT FIXTURE. @ DETAIL REFERENCE
1. FIXTURES SHALL HAVE APPROPRIATE UL LABEL, DAMP, OR WET A IRED BY CODES AND ORDINANCES. { ELECTRICAL METER RELOCATION, CONDUIT, WIRING, AND ALL OTHER WORK ASSOCIATED WITH 7
2. LIGHTING FIXTURE CATALOG NUMBERS ARE SERIES TYPE ONLY. PROVIDE ALL NECESSARY HARDWARE AS REQUIRED BY THE SPECIFICATIONS, DRAWINGS, AND PROJECT <} UTLITY CONNECTION, PAY ALL UTILITY COMPANY COSTS REQUIRED FOR COMPLETE AND j < FLooD LIGRTING FIXTURE: mOTE FEETEREE
" CONDITIONS FOR A COMPLETE AND OPERABLE INSTALLATION. ' ' N AN G @A P e{]  POLE MOUNTED H.I.D. LIGHTING FIXTURE. KITCHEN EQUIPMENT DESIGNATION
3. INSTALL RACEWAY SYSTEMS AS FOLLOWS: STANDARD 20A, 120V—1¢ GROUNDING TYPE "GROUND FAULT INTERRUPTER” (G.F.l.) A AMPS
3. Iéﬁrfis_ls_(l-ls?u BE PROVIDED AND INSTALLED ACCORDING TO THIS FIXTURE SCHEDULE AND PROJECT SPECIFICATIONS. ENSURE COMPATIBILITY BETWEEN FIXTURE, LAMP AND a. gisggno GALVANIZED STEEL IN ALL AREAS EXPOSED TO WEATHER OR PHYSICAL ¢ RECEPTACLE MOUNTED ON POLE — U.ON. AFC  ABOVE FINISHED COUNTER
. : R BY LOCAL CODE #=  BRANCH CIRCUIT PANELBOARD. FLUSH OR SURFACE MTD. AS INDICATED. AFF ABOVE FINISH FLOOR
4. APPROVED LAMP MANUFACTURERS ARE OSRAM SYLVANIA, GE, VENTURE (METAL HALIDE ONLY), AND PHILLIPS — NO EXCEPTIONS. b KSEHQ;%)T(:ELE METALLIC CONDUIT ONLY IN AREAS AS PERMITTED c CONDUIT
USE SEAL—TITE IN AREAS EXPOSED TO WEATHER ——#—  CONDUIT CONCEALED WITHIN BUILDING WALLS OR CEILING SPACE. TICK MARKS
5. FIXTURES SHALL BE ORDERED WITH APPROPRIATE BALLAST(S) THAT HAVE UL AND CBM LABELS. ALL BALLASTS MUST CONFORM TO TITLE 24 REQUIREMENTS FOR e USE COMPRESSION TYPE FITTINGS FOR ELECTRIGAL METALLIC TUBING WHERE UTILIZED. INDICATE QUANTITY OF #12 THHN / THWN CONDUCTORS — U.O.N.. CONDUIT SHOWN CO  CONDUIT ONLY W/PULL ROPE
PERFORMANCE AND EFFICIENCY. d. USE P.V.C. CONDUIT UNDERGROUND WITH CODE SIZED GROUND. CONDUIT RISERS AND WITH NO TICK MARKS /@P%\:Tu%uzm #12 TN / THWN CONDUCTORS — U.ON.. CU  COPPER
6. ALL LIGHT FIXTURES SHALL BE MOUNTED AND SUPPORTED IN ACCORDANCE WITH OSHA STANDARDS AND ALL LOCAL, STATE, AND NATIONAL ELECTRICAL CODES. STUBS ABOVE GRADE SHALL BE LM.C. WITH HALF-LAPPED TAPE COVERING. PO (E)  EXISTING TO REMAIN
e. EXPOSED CONDUITS SHALL BE PVC COATED RGS EM. ———#-—- CONDUIT ROUTED BELOW FINISHED GRADE AND / OR CONCRETE SLAB. TICK MARKS EM  EMERGENCY
" " INDICATE QUANTITY OF #12 THHN / THWN CONDUCTORS — U.O.N.. CONDUITS SHOWN
MINIMUM BALLAST AND LAMP COLOR SPECIFICATIONS(UON) 4. ALL NEW WIRING SHALL BE COPPER TYPE "THHN/THWN" — U.ON.. WITH NG TICK MARKS INDICATE 2 412 THHN / THWN CONDUCTORS — U.ON.. (ER)  EXISTING TO BE RELOCATED
9. THESE DRAWINGS ARE DIAGRAMMATIC AND REPRESENT THE INTENT OF EQUIPMENT, DEVICES, CONDUIT SHALL BE 3/4” MINIMUM — U.O.N.. INCLUDE CODE SIZED COPPER BOND (R)  EXISTING TO BE REMOVED
BALLAST ETC... TO BE CONNECTED AND THE CIRCUITS TO WHICH THEY ARE TO BE CONNECTED TO. CONDUCTOR (NOT SHOWN ON PLAN) IN ALL NON—METALLIC CONDUIT RUNS.
LAMP COLOR TEMPERATURE LAMP LFE | CRI BALLAST TYPE G GROUND
FACTOR CONTRACTOR SHALL INSTALL ALL CONDUIT, J-BOXES, ETC... AS REQUIRED FOR A COMPLETE NDUCTOR
AND OPERATIONAL SYSTEM. — 4+ INDICATES GREEN CODE SIZE EQUIPMENT GROUNDING CONDUCTOR. GFI  GROUND FAULT INTERRUPTER
MH OR PSMH 4000%K VARIES 65 + MAGNETIC 0.90 MCB  MAIN CIRCUIT BREAKER
10. ALL EXTERIOR EQUIPMENT SHALL BE WEATHERPROOF. ——=  HOMERUN TO DESTINATION AS INDICATED. REFER TO CONDUIT SYMBOL ABOVE. MLO  MAIN LUGS ONLY
. 11. ELECTRICAL CONTRACTOR SHALL PERFORM ALL WORK IN STRICT ACCORDANCE WITH ALL ———  INDICATES CONDUIT DROP WITHIN BUILDING WALL. REFER TO CONDUIT SYMBOL NL NIGHT LIGHT
SUBSTITUTION NOTES: LOCAL, STATE, AND NATIONAL GOVERNING CODES. ABOVE. oc  ON CENTER
1. ALL SUBSTITUTIONS MUST BE APPROVED BY THE ARCHITECT AND ELECTRICAL ENGINEER. PRIOR TO CONSIDERING SUBSTITIONS, THE FOLLOWING MUST BE PROVIDED (15 - —0 : UIT SYMBOL
DAYS PRIOR TO BID TIME: (19) 12. ALL EQUIPMENT SHALL BE NEW AND BEAR A "UL” LABEL — U.ON.. INDICATES CONDUIT RISER WITHIN BUILDING WALL. REFER TO CONDUIT SYMB UON  UNLESS OTHERWISE NOTED
v VOLTS
—  COMPLETE AND OPERABLE SAMPLES OF SUBSTITUTIONS CONTAINING 120V CORD AND PLUG CONNECTIONS, ALONG WITH CURRENT MANUFACTURER'S DATA SHEETS. 13. ELECTRICAL CONTRACTOR SHALL SECURE AND PAY FOR ALL NECESSARY BUILDING PERMITS. ——fF—— EXISTING CONDUIT AND CONDUCTORS TO REMAIN. VL VERIFY LOCATION
—  PHOTOMETRIC STUDIES UTILIZING IES STANDARD PHOTOMETRIC DATA AND SOFTWARE FOR THIS PROJECT USING PROPOSED SUBSTITUTION FIXTURES TO ENSURE 14. COMPLETE ELECTRICAL INSTALLATION SHALL BE GUARANTEED IN WRITING FOR A PERIOD OF (1) —FA— EXISTING CONDUCTORS TO BE REMOVED AND CONDUIT TO BE ABANDONED IN PLACE. WP WEATHER PROOF
DESIGN INTENT IS MET. LUMEN OUTPUT AND LIGHT LOSS FACTOR VALUES TO BE DICTATED BY OMB ELECTRICAL ENGINEERS FOR THIS STUDY. s YEAR — U.O.N.. Ey— EXISTING CONDUIT TO REMAIN AND CONDUCTORS TO BE REMOVED. (N)  NEW
. ELECTRICAL CONTRACTOR SHALL VISIT SITE PRIOR TO BID DATE, TO VERIFY ALL EXISTING
CONDITIONS TO BE ENCOUNTERED IN THE INSTALLATION OF ALL NEW EQUIPMENT, FIXTURES, —EN—  EXISTING CONDUIT WITH NEW CONDUCTORS. (X)  TO BE DEMOLISHED
DEVICES, FEEDERS, ETC.. EXACT INSTALLATION METHOD AND REQUIREMENTS SHALL BE % PROVIDE PULL ROPE, END TO END, WITH IDENTIFICATION TAGS FOR ALL EMPTY
TYPE MANUFACTURER CATALOG LAMP QTY. & TYPE BALLAST m VOLTS REMARKS VERIFIED AND DETERMINED PRIOR TO BID DATE. CONTRACTORS SHALL IMMEDIATELY NOTIFY CONDUIT INSTALLED.
THIS ENGINEER OF ANY REQUIRED MODIFICATIONS WHICH ARE NOT SHOWN ON THESE
s 180" TWN MOUNT AREA LIGHT FIXTURE WITH TYPE 3 DRAWINGS. SUBMITTAL OF BID INDICATES CONTRACTOR IS AWARE OF ALL JOB SITE
fXGB3-3-LED-176-450_CW-UE—* o & 58 e N/A 511 | 208 |DISTRIBUTION ON A 19'~2" CONCRETE POLE WITH CONDITIONS AND WORK TO BE PERFORMED.
KA—NM—D90 (BRACKET ' > "
#8 ( 2-3/8 X 4"H TENON, REFER TO DETAL 2, SHEET EOZ 16. ALL ELECTRICAL EQUIPMENT CHARACTERISTICS, LOCATIONS, AND CONNECTION REQUIREMENTS
/8 \ [ (4) 176 LED ARRAY QUAD MOUNT AREA LIGHT FIXTURE WITH TYPE 3 SHALL BE VERIFIED PRIOR TO ANY ROUGH—IN WORK.
#XGB3—3-LED—176—-450-CW-UE—* | 5550 k 69 CRI N/A 1022 | 208 |DISTRIBUTION ON A 19'—2" CONCRETE POLE WITH
\1022/ | #B8KA—NM—Q0 (BRACKET) ' 2-3/8 X 4"H TENON, REFER TO DETAL 2, SHEET EO2. 17. ELECTRICAL CONTRACTOR SHALL FURNISH THE FOLLOWING SHOP DRAWINGS FOR PRIOR
APPROVAL:

a. ALL SUBSTITUTED LIGHT FIXTURES.
b. ALL ELECTRICAL SERVICE EQUIPMENT, DISTRIBUTION EQUIPMENT AND PANELBOARDS.
c. OTHER ITEMS AS SPECIFICALLY INDICATED.

THESE ITEMS SHALL BE APPROVED BY THIS OFFICE PRIOR TO ANY COMMENCEMENT OF
PLACING ORDERS OR PERFORMING ANY ROUGH-IN WORK.

B g g I g 18. COMPLETE ELECTRICAL SYSTEM SHALL BE GROUNDED IN ACCORDANCE WITH THE PRESENTLY INDEX OF SHEETS

ADOPTED EDITION OF THE N.E.C. ART. 250.
SHEET NO. DWG NO. DESCRIPTION
19. PENETRATIONS OF ALL FIRE RATED WALLS OR CEILINGS SHALL BE FIRE RATED IN ACCORDANCE
EO1 SINGLE LINE DIAGRAM, LIGHTING FIXTURE

WITH ALL LOCAL, STATE, AND NATIONAL CODES.
g B i s b s o i P ~ 2NN SCHEDULE, NOTES AND SYMBOLS
20. PROVIDE ENGRAVED PLASTIC NAMEPLATES FOR ALL MAJOR ELECTRICAL EQUIPMENT.

—

2 EO02 ELECTRICAL DETAILS
21. ALL DISCONNECT SWITCHES TO BE PROVIDED WITH REJECTION TYPE FUSE HOLDERS. 3 EO03 DEMOLITION SITE ELECTRICAL PLAN
4 EO4 SITE ELECTRICAL PLAN
5 EQS SITE PHOTOMETRIC PLAN
LIGHT'NG FIXTURE SCHEDULE SCALE: 1 6 EO6 VOLLEYBALL COURT ELECTRICAL PLAN
NONE
.............................. - Ww
SWITCHBOARD SHALL BE NEMA 3RX
RATED, PAINTED, AND CONSTRUCTED
OF 304 STAINLESS STEEL MINIMUM
LOCATION : SWITCHBOARD PANEL "LA" MAIN MLO WITH WIND BARRIERS. :
208 / 120 VOLTS 3 PHASE _4 WIRE  A.C.RATING: COPPER BUS 400A o e e
36" 36" 36" 36"
VO O S) Q S VOLT AMPS
DESCRIPTION = L;ABMPS —{Elg|2| & |2 g (2/8|2 - ;';M — DESCRIPTION
I_ = © © = el B (N) MAIN SERVICE ENTRANCE EQUIPMENT .
POLE BT 2133 40 /11 2 150 3733 Bl POLE €1 "MSE" 400A, 208/120V-38—4W (NEMA 3R) )
-------------- 2133 , 3 4 | 3133 . [ e i — — - —
-------------- 2133 3[5 6l 3 Vi 3733 [f---remoeee-
POLE B2 2133 e a0 /|7 8 [50 3733 POLE C2
-------------- 2133 | 9 10 3733 l _ l *> ° *>- I | |
-------------- 2133 3[11 12/ 3 i I R CT-E_-@ 400A/3P
° 6TH STREET RESTROOM BLDG 2000 30 /|13 1420 1600 | POLE A1 | 1 | S & 1 | | @ MAIN CIRCUIT BREAKER
wm 2000 2[5 6]/ 2 1600 | | | 400A )ggA )%gOA ) LIGHTING 50
¥oo BALLFIELD RESTROOM , 3000 50 /|17 18120 ° SMPCB ? 1t PANEL CONTROL/ METER SECTION
o~ e 3000 2|19 20 2 g N/ "LA" CONTACTOR (0
S SECURITY LIGHTS ] 1200 20/1 |21 22160 e ‘ | Y SECTION LIGHTING
Q;; IRRIGATION CONTROLLER 200 20/1]23 241/ 2 , o | 400A | | | | 0 PANEL CONTROL/
EEN 1STRECEPTACLE 180 20/1[25 26 | 30/1 ~ UGPS 90" "LA" CONTACTOR
o 5TH & GRD RECEPTACLE 360 201 | 27 28 30/1 2000 | [OTLIGHTS l — | g | | CABINET
©% PARKING LOT RECEPTACLE 180 201 |29 30 20/1 180 |RECEPTACLE
o MUSCO LIGHTING CONTROLS 200 2071 |31 3220/ 180 | | RECEPTACLE 400 AMP
3o SPARE ‘ 20/1 33 34201 e 8TH & 9TH RECEPTACIE B UTILITY PULL
5% SPARE 20/135 3630 BASKETBALL COURTS E T o SECTION
o=l  BeRcE T T T T T T T k43 2 T [204 | | [ -
e SPACE 37 38|/ 2 2044 e /A\ R 44250KCMIL + 144 GND
N SPACE 39 40 |20 ~ |VOLLEYBALL COURT © . wZ
b ;; A ) 4 _— g W N R BPEEN (St g " . . 3
< - = ””ﬁ’“ : O EXISTING UTILITY % A
8% - - COMPANY TRANSFORMER. [P, k%, | E— || E— Al — A
e aB T T T e e e e A T et S
= 47 48 4 TR T A R R TR e LI ST S B N TR,
™ 49 50 % e T A T e e vy (SR I~ LEAST TWO DAYS
pit 51 52 . T e ST e T g B A Y e PR RSN TR PR BEFORE YOU DIG
Ve 53 54 < (E) 18 S I A S e R R AP PR UL AN s PR
£ - , 55 PANEL Pt A 8 g e T e A e e A LANDSCAPE ARCHITECT SEAL
Qs = 57 SP
U %
£ 5
L:I- : - - ._\ Y T - - - y e e o ” v ‘”, —Ton —— . .,« = . SK ATE ) P o JHeN, J P S 0
""" 2 - PARK 8 INCHE’?\%
TOTAL(@ A+ @B+ @ C) = 63746 VA + 25% LCL + 25% LARGEST MOTOR = 76212VA OR  211.5 AMPS ISHED GRADE.
HIGH PHASE (@ A) = 24536 VA + 25% LCL + 25% LARGEST MOTOR = 28769 VA OR 2396 AMPS . P o0 s s s

PANEL SCHEDULE, SINGLE LINE DIAGRAM AND SWITCHBOARD ELEVATION | NONE 2
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"LA"-31
H N

—— EXISTING MUSCO CONTROLS
INSTALLED IN NEW CONTROL
SECTION, SEE NOTE BELOW. '

CONTROL SECTION
OF SWITCHBOARD —

i i W i O e W s e
|

Y NEW 60AMP, 3 POLE
ELECTRICALLY HELD LIGHTING I
2 CONTACTOR WITH 120V COIL, |

SQUARE-D OR APPROVED

EQUAL. (TYPICAL 4) I

PUSH BUTTON DETAIL NONE S

NEW 30AMP, 3 POLE
ELECTRICALLY HELD LIGHTING " I "
CONTACTOR WITH 120V COIL,
SQUARE-D OR APPROVED ' !
EQUAL. (TYPICAL 4) I I I

|
=

| ' % ' ' |
[ Jlon
I {fé § 1 ;

' VOLLEYBALL C

%«\%MV“

LGHTING "B .

NOTE: THE CONTRACTOR SHALL COORDINATE THE RELOCATION OF THE EXISTING LIGHTING
CONTROL EQUIPMENT AND LIGHTING CONTROL REQUIREMENTS WITH MUSCO LIGHTING. HE
SHALL PROVIDE AND INSTALL ALL REQUIRED ELECTRICAL MATERIALS AND MAKE ALL
REQUIRED CONNECTION NECESSARY FOR A COMPETE AND FULLY OPERABLE SYSTEM.

LIGHTING CONTROL DIAGRAM NONE 1

{ WARNING LIGHT DETAIL

0

POLE, REFER TO LIGHTING

FIXTURE SCHEDULE
MAXIMUM FIXTURE HEIGHT HANDHOLE OPENING

TO BE 20'-0" AFG—\

BASE CANOPY SAME

FINISH AS F’OLE\
/—FINISH GRADE

S | LW | R

B TR al

N | D

ot R

e - LT
. 4 L

Tl (4) 1"x36"x4”

ANCHOR BOLTS
PROJECT 3-1/2"
ABOVE FOUNDATION
(GALV. STEEL BOLTS
AND NUTS)

R I,

30"x30" KNOCKOUT
CAP, ALL CONCRETE
SHALL BE
560-C-3250

1 ,—-6”

4’_ 0”

Sl — 5 {
eI X AT LEAST TWO DAYS
3 CONDUIT & : BEFORE YOU DIG
y \CONDUCTORS
1 REINF. RODS
=~ ALL CONCRETE

SHALL BE
560-C—-3250

54

—2\13411\cad\13411E02.dwg  03/14/2016 13:03

2'-6" SQ.

9/30/15.
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NOTES AND LEGEND:

1. PROVIDE POTHOLING AS NECESSARY TO EXPOSE EXISTING UTILITIES FOR
COORDINATING INSTALLATION OF NEW UNDERGROUND INFRASTRUCTURE.

2. THE CONTRACTOR SHALL NOTE THAT THERE ARE EXISTING ELECTRICAL AND
IRRIGATION LINE ROUTED THROUGHOUT THE LANDSCAPE AREAS AND SHOULD
TAKE CARE WHEN TRENCHING TO MINIMIZE DAMAGE TO EXISTING LINES. WHERE
EXISTING LINES ARE DAMAGED THE CONTRACTOR SHALL BE RESPONSIBLE FOR
MAKING ALL REPAIRS AS REQUIRED TO ESTABLISH EXISTING LINES TO ITS
ORIGINAL STATE.

SHEET NOTES

[ 1 THE CONTRACTOR SHALL COMPLETELY DISCONNECT AND REMOVE THE EXISTING

MAIN SERVICE SWITCHBOARD AND DEMOLISH CONCRETE HOUSEKEEPING PAD. THE
EXISTING UTILITY SERVICE SECONDARY CONDUIT AND CONDUCTORS SHALL REMAIN
AND BE PROTECTED IN PLACE. THE SERVICE CONDUIT AND CONDUCTORS TO THE
EXISTING SKATE PARK SHALL REMAIN AND BE PROTECTED IN PLACE. THE
SERVICE CONDUIT TO THE SHACK PANEL SHALL REMAIN AND BE PROTECTED IN
PLACE, EXISTING CONDUCTORS TO BE COMPLETELY REMOVED.

\2\ THE CONTRACTOR SHALL COMPLETELY DISCONNECT AND REMOVE EXISTING
CONDUCTORS IN EXISTING CONDUIT TO REMAIN AND BE REUSED. EXISTING
CONDUIT TO BE INTERCEPT WITH NEW UNDERGROUND PULL BOX.

\:’D THE CONTRACTOR SHALL COMPLETELY DISCONNECT AND REMOVE EXISTING WALL
MOUNTED PULL BOX AND WIRING GUTTER. EXISTING CONDUITS AND CONDUCTORS
SHALL BE INTERCEPT WITH NEW UNDERGROUND PULL BOX.

[4) THE CONTRACTOR SHALL DISCONNECT, REMOVE AND RELOCATE EXISTING MUSCO
LIGHTING CONTROL EQUIPMENT IN NEW MAIN SERVICE SWITCHBOARD. HE SHALL
COORDINATE REQUIREMENTS WITH MUSCO LIGHTING PRIOR TO REMOVAL AND

o, BEZINSTALLATION. iy, o g . i
o o S o i e g s 5 e S I I S S S

{ [5) EXISTING UNDERGROUND PULL BOXES TO BE REMOVED.

6| THE CONTRACTOR SHALL COMPLETELY REMOVE AND DISCONNECT EXISTING
CONDUIT AND CONDUCTORS BACK TO THE POINT OF ORIGINATION.

s i st B R 0 W B i O i 5

(E) MUSCO -
CONTROLS TO
BE RELOCATED —
C")

_T(X) UNDERGROUND PULL BOXES [(5 )
\T0 BE REMOVED

(E) 3" CONDUIT TO ¥
MAIN SWITCHBOARD /
TO REMAIN

(X) MAIN ) Ko

(2)
o X SERVICE LIGHTING TO.:

- SWITCHBOARD 74 REMAIN
(X) WALL REMOVED TOBE .
MOUNTED PULL REMOVED [ 1) £ 7/ (X) PEDESTAL o~ ¢
BOX /WIRE _ e / 10 BE ReMOVED[6) )
GUTTER TO BE (X) CONTACTORS AND -
REMOVED CONTACTOR CABINET W’*wamxf PN NN 4
C:,)) T0 BE REMOVEQ s W ,,,,,

AT LEAST TWO DAYS
BEFORE YOU DIG

LANDSCAPE ARCHITECT SEAL

ELECTRICAL DEMOLITION SITE PLAN
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NOTES AND LEGEND:

1. PROVIDE POTHOLING AS NECESSARY TO EXPOSE EXISTING UTILITIES FOR
COORDINATING INSTALLATION OF NEW UNDERGROUND INFRASTRUCTURE.

2. THE CONTRACTOR SHALL NOTE THAT THERE ARE EXISTING ELECTRICAL AND
IRRIGATION LINE ROUTED THROUGHOUT THE LANDSCAPE AREAS AND SHOULD
TAKE CARE WHEN TRENCHING TO MINIMIZE DAMAGE TO EXISTING LINES. WHERE
EXISTING LINES ARE DAMAGED THE CONTRACTOR SHALL BE RESPONSIBLE FOR
MAKING ALL REPAIRS AS REQUIRED TO ESTABLISH EXISTING LINES TO ITS
ORIGINAL STATE.

SHEET NOTES

\D THE CONTRACTOR SHALL INSTALL NEW MAIN SERVICE SWITCHBOARD AND
CONCRETE HOUSEKEEPING PAD IN PLACE OF EXISTING. NEW SWITCHBOARD
SHALL BE INSTALLED WHERE THE EXISTING UTILITY SERVICE SECONDARY CONDUIT

AND CONDUCTORS ARE LOCATED UNDER THE UTILITY PULL SECTION AND THE
SERVICE CONDUIT AND CONDUCTORS TO THE EXISTING SKATE PARK IS LOCATED
UNDER THE DISTRIBUTION SECTIONS.

(2] THE CONTRACTOR SHALL INTERCEPT EXISTING UNDERGROUND CONDUIT AND
CONDUCTORS WITH A NEW 3’ X 5" X DEPTH AS REQUIRED PRECAST CONCRETE
PULL BOX WITH TWO PIECE BOLT—DOWN TYPE TRAFFIC—RATED GALVANIZED STEEL
ggVER STAMPED /LABELED "ELECTRIC", JENSEN TYPE K3660-D150-39T OR

UAL.

(3] THE CONTRACTOR SHALL PROVIDE AND INSTALL (4) 1 1/2°C., (5) 1°C, (1) 3/4"C
AND ROUTE NEW CONDUCTORS AS REQUIRED TO MATCH THE EXISTING
CONDUCTORS, TO BE EXTENDED TO NEW PANEL, IN QUANTITIES AND TYPES:
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NOTES AND LEGEND:

1. PROVIDE POTHOLING AS NECESSARY TO EXPOSE EXISTING UTILITES FOR
COORDINATING INSTALLATION OF NEW UNDERGROUND INFRASTRUCTURE.

2. THE CONTRACTOR SHALL NOTE THAT THERE ARE EXISTING ELECTRICAL AND
IRRIGATION LINE ROUTED THROUGHOUT THE LANDSCAPE AREAS AND SHOULD
TAKE CARE WHEN TRENCHING TO MINIMIZE DAMAGE TO EXISTING LINES. WHERE
EXISTING LINES ARE DAMAGED THE CONTRACTOR SHALL BE RESPONSIBLE FOR
MAKING ALL REPAIRS AS REQUIRED TO ESTABLISH EXISTING LINES TO ITS
ORIGINAL STATE.

SHEET NOTES

1) THE CONTRACTOR SHALL INSTALL NEW MAIN SERVICE SWITCHBOARD AND
CONCRETE HOUSEKEEPING PAD IN PLACE OF EXISTING. NEW SWITCHBOARD
SHALL BE INSTALLED WHERE THE EXISTING UTILITY SERVICE SECONDARY CONDUIT
AND CONDUCTORS ARE LOCATED UNDER THE UTILITY PULL SECTION AND THE
SERVICE CONDUIT AND CONDUCTORS TO THE EXISTING SKATE PARK IS LOCATED
UNDER THE DISTRIBUTION SECTIONS.

THE CONTRACTOR SHALL INTERCEPT EXISTING UNDERGROUND CONDUIT AND
CONDUCTORS WITH A NEW 3’ X 5" X DEPTH AS REQUIRED PRECAST CONCRETE
PULL BOX WITH TWO PIECE BOLT—DOWN TYPE TRAFFIC—RATED GALVANIZED STEEL

COVER STAMPED/LABELED "ELECTRIC", JENSEN TYPE K3660-D150-39T OR
EQUAL.
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(3] THE CONTRACTOR SHALL PROVIDE AND INSTALL (4) 1 1/2"C., (5) 1"C, (1) 3/4°C
AND ROUTE NEW CONDUCTORS AS REQUIRED TO MATCH THE EXISTING
CONDUCTORS, TO BE EXTENDED TO NEW PANEL, IN QUANTITIES AND TYPES:

SEE SHEET EO4

[4) PROVIDE 10" X 17" X DEPTH AS REQUIRED PRECAST CONCRETE HANDHOLE WITH
BOLT—-DOWN, LOCKABLE TYPE TRAFFIC—RATED GALVANIZED STEEL COVER

STAMPED /LABELED "LIGHTING”, JENSEN TYPE HT1017-LK OR EQUAL.
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