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BEDDING DETAIL

NOTES:

. ALL CONDUIT SHALL BE 2" SCHEDULE 80 PVC LOCATED BEHIND CURB. MINIMUM DEPTH OF 18".
. ALL STREET CROSSINGS SHALL BE 2" SCHEDULE 80 PVC AT RIGHT ANGLE TO TRAFFIC FLOW.
MINIMUM DEPTH OF 24",
. MAXIMUM LENGTH OF PVC CONDUIT RUN SHALL BE 200 FEET.
. BORE UNDER EXISTING PCC CURBS, CROSS-GUTTERS, OR DRIVE AND ALLEY APPROACHES.
. ASPHALT TRENCH REPAIRS SHALL COMPLY WITH THE CITY OR CORONA STANDARD PLAN 150.
. ALL PVC CONDUIT EXTEND A MINIMUM OF 8 INCHES OUTSIDE OF ALL STREET LIGHT AND SERVICE
POINT FOUNDATIONS.
. VOLTAGE DROP AT POLE FURTHEST FROM SERVICE POINT SHALL NOT EXCEED 5%.
8. ALL STREET LIGHT WORK SHALL CONFORM WITH SECTION 307 OF THE STANDARD SPECIFICATIONS FOR
PUBLIC WORKS CONSTRUCTION (THE "GREEN BOOK") EXCEPT AS OTHERWISE NOTED.
9. CONDUCTORS SHALL BE TWD NO. 8 THW WIRES WITH ONE NO. 10 GREEN THW BOND UNLESS SHOWN
OTHERWISE ON PLANS.
10. SEE SHEET 2 OF STANDARD PLAN 505 FOR SPLICE DETAIL.
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. - PENCILING TYPICAL
ol o %" MINIMUM

FOR LOW VOLTAGE CIRCUITS
ELECTRICAL FILLER COMPOUND
INSULATING PAD OR RUBBER
TAPE.

"C" SHAPED COMPRESSION
CONNECTOR

SPLICE AREA
2“

1"

PVC TAPE—/

SPLICE DETAIL

NOTES:

1. ALL DIMENSIONS ARE MINIMUM
2. RUBBER TAPES SHALL BE ROLLED AFTER APPLICATION.

INSULATION METHODS- LOW VOLTAGE CIRCUITS (0-600 V)

METHOD "A" (USE ONLY WHEN SPECIFIED)

1. COMPLETELY COVER THE SPLICE AREA WITH ELECTRICAL INSULATING COATING AND ALLOW TO DRY.
2. APPLY ELECTRICAL FILLER COMPOUND WITH MINIMUM THICKNESS OF 4mm.

3. APPLY 3 LAYERS HALF LAPPED POLYVINYL CHLORIDE TAPE.

4. COVER ENTIRE SPLICE WITH ELECTRICAL INSULATING COATING AND ALLOW TO DRY.

METHOD "B"

1. COMPLETELY COVER THE SPLICE AREA WITH ELECTRICAL INSULATING COATING AND ALLOW TO DRY.

2, APPLY 2 LAYERS OF ELECTRICAL INSULATING PAD WITH MINIMUM THICKNESS OF 4mm EACH LAYER
OR 2 LAYERS, HALF LAPPED, SYNTHETIC ALL RESISTANT, SELF FUSING RUBBER TAPE.

3. APPLY 3 LAYERS HALF LAPPED POLYVINYL CHLORIDE TAPE.

4. COMER ENTIRE SPLICE WITH ELECTRICAL INSULATING COATING AND ALLOW TO DRY.

APPROVED BY: CITY OF CORONA
i i ZQ 11/23/09

CITY ENGINEER DATE STREET LIGHT
KIP D. FIELD SPLICE DETAIL

REVISION | DESCRIPTION BY DATE STANDARD PLAN NUMBER: 505 kit 2 oF 2




	505-1
	505-2

