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NOTES:

1. SQUARE PERFORATED STEEL TUBE POSTS WITH BREAK-AWAY BASE, "TELESPAR",
SHALL BE USED FOR ALL TRAFFIC CONTROL AND INFORMATIONAL SIGNS WITHIN

ROAD RIGHT-OF-WAY.

2. THE NUMBER OF POSTS REQUIRED FOR SIGN INSTALLATION SHALL BE DETERMINED

BY THE AREA OF THE SIGN OR COMBINATION OF SIGNS TO BE INSTALLED. A
SINGLE POST SHALL BE USED WHERE BOTH THE LENGTH AND WIDTH ARE LESS
THAN 48", WITH THE EXCEPTION OF A 48"X48" STOP SIGN. DOUBLE POSTS
SHALL BE USED WHERE EITHER THE LENGTH OR THE WIDTH EXCEED 48".

3. THE ANCHOR ASSEMBLY SHALL CONSIST OF A 2%," O/D x 2%" I/D SQUARE

BY 30" 7 GAGE HEAVY DUTY ANCHOR.

4. THE ANCHOR ASSEMBLY SHALL BE INSTALLED WITH 4" OF THE ANCHOR ASSEMBLY

ABOVE GROUND LEVEL.

5. FOR SIGN INSTALLATIONS IN SIDEWALK OR HARDSCAPE ARES, THE ANCHOR
ASSEMBLY SHALL BE SECURED IN PLACE WITH AN 8" DIA. BY 30" DEEP CONCRETE
FOOTING (C-560-3250). FOR SIGN INSTALLATIONS IN LANDSCAPE AREAS, THE
ANCHOR ASSEMBLY SHALL BE INSTALLED IN DIRT, 36" DEEP.

6. INSTALL THE 2" SQUARE SIGN POST 10" TO 12" INTO THE ANCHOR ASSEMBLY
AND SECURE IN PLACE WITH TWO 3" DRIVE RIVETS AS SHOWN. THE RIVETS
SHALL BE INSTALLED ON THE SIDE FACING TRAFFIC FLOW AND THE SIDE OF
APPROACHING TRAFFIC AS SHOWN IN ORDER TO ACHIEVE THE MAXIMUM

BREAK-AWAY EFFECT.

7. INSTALLATION ACCORDING TO THESE REQUIREMENTS IS ESSENTIAL TO
MAINTAIN THE BREAK-AWAY CHARACTERISTICS OF THE POST SYSTEM.
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